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Warranty shipments, returns and adjustments

Warrantyclaimsmustbe madepromptly and mustbe receivedby LuxinarLtd duringthe applicable warranty period.

Alwaysidentify the product, by both modelnumberandserialnumber,when contactingLuxinarAftersales.
Service and Repair

Servicing or calibration of the system can only be carried out by trained Luxinar service engineers or customeho
have undertaken and passeda Luxinarapprovedservice training course.

Details of training courses and servicing can be obtained from the local Luxinar Aftersales address.
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Preface

Audience

Thismanual should be read by all personnelwho install or operate SRserieslasers.

Important!

Readthis manual carefully before operating the laser for the first time. Payspecial attention to the
Safety chapter.

TheSRseriesis designedand sold for use in Original Equipment Manufacturer (OEM)systems and is not to be used
as a stand-alone laser. The OEM is responsible for compliance with all applicable safetggulations.

Other publications

w

€ € €

Luxinar part number 9060251-xx; Safetymanual

Luxinarpart number 906-0109-00; Serialinterface specification
Luxinarpart number 906-0104-xx; Optical isolation (ATFR)

Luxinar part number 9060202-99; Chiller water temperature tables

How to use this manual

The following conventions are used in this manual

Admonitions

Theuse of controls, replacement parts, adjustments, or procedures other than those specified within this
manual may result in exposure to any of these hazards.

w Laserhazards

w Electrical hazards

w Environmental hazards

w Mechanical hazards

Thedegreeof seriousness of the hazardis indicated by the use of the following signal words:

DANGER

Indicates animminent hazardwhich, if not avoided, is extremelylikely to result in death or serious injury.
WARNING

Indicates a potentially hazardoussituation which, if not avoided, could result in death or serious injury.
CAUTION

Indicates a potentially hazardous situation which, if not avoided, may result in minor or moderate injurl.

is also usedto alert the user againstunsafe working practices and potential damageto the equipment.

Connector labels and signal names

Connector labels and signal names are shown in bold serif font to aid identification. For
example; RF Enable , external interlock

Cross-reference and links

Cross references and links are highlighted in greenand show the chapter or section to which they refer. For example:
Safety information is contained inSection 1.
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Section 1

Safety
General safety information

It is strongly recommended that any personnel who are involved with the installation, operation or maintenancé
this laser equipment should first read and fully understand the contents of this manual and Safety manual 9060251-
XX.

If there are any questions or doubts on any of the safety aspects of the equipment, then do not hesitate to contact
your nearest Luxinar Aftersales office or distributor for advice before proceeding.

The installation, operation, maintenance and repair of this laser equipment must only be carried out by Luxinar
service personnel or trained staff who havereceived correct instruction concerningthe hazards associated with this
particular equipment.

Important!

All safety critical instructions contained within this document are framed with a
border and identifiedby CAUTIONWARNINGor DANGERJependingon the severity of
the risk involved. In addition, the safety symbolindicates that care should be taken
when working with or on the laser equipment.

Luxinardoes not accept liability for anydamageor injury howsoever causedor arising.

Thesymbol givenbelow is also used on the equipment and indicates that the user should refer to the OEM
Dhe RGAWUqWYGWI ¢qVY!l kt WiecUz¢aWnyY!l WYl WWRUN edquipreqtRY UWY UlWq 6 ILW ¢ 1J|

1L
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Label locations
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Figure 1 - Location of safety labels - standard laser

906-0236-00 Rev12 Luxinar Ltd, Meadow Road, Bridgehead Business Park, Kingston Upon Hull, HU13 0DG, UK
© 2026 Tel: +44 (0)1482 650088, Registered in England: 3477444 www.luxinar.com

Page9 of 126



LUXINAR

Industrial lasers that last

Labels

Figure2-Al.1y Laserhazard

Table1-Label A1.2y Class 4 laser without diode option

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9um - 12um
PULSE DURATION: 400ps
PEAK POWER: 290W
AVERAGE POWER: 190W

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9um - 12um
PULSE DURATION: 400ps
PEAK POWER: 1240W
AVERAGE POWER: 370W

Figure 3 - SR08s

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9pm - 12um
PULSE DURATION: 400us
PEAK POWER: 890W
AVERAGE POWER: 300W

Figure 4 - SR10e

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9pm - 12pm
PULSE DURATION: 400ps
PEAK POWER: 860W
AVERAGE POWER: 330W

Figure 5- SR10i

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9um - 12um
PULSE DURATION: 400ps
PEAK POWER: 1870W
AVERAGE POWER: 520W

Figure 6 - SR10x

DANGER INVISIBLE LASER RADIATION AVCID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9um - 12um
PULSE DURATION: 400us
PEAK POWER: 1240W
AVERAGE POWER: 420W

Figure 7 - SR15e

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9um - 12um
PULSE DURATION: 400ps
PEAK POWER: 570W
AVERAGE POWER: 380W

Figure 8 - SR15i

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: Sum - 12um
PULSE DURATION: 400us
PEAK POWER: 1260W
AVERAGE POWER: 490W

Figure 9 - SR15s

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

WAVELENGTH: 9um - 12um
PULSE DURATION: 400us
PEAK POWER: 1770W
AVERAGE POWER: 590W

Figure 10- SR15x

DANGER INVISIBLE LASER RADIATION AVOID EYE OR SKIN
EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT |EC/ EN 60825-1: 2014

WAVELENGTH: 9um - 12pm
PULSE DURATION: 400ps
PEAK POWER: 1750W
AVERAGE POWER: 680W

Figure 11- SR25i

Figure 12 - SR25x
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Table 2 - Label Al.2y

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT IEG/ EN 60825-1: 2014

MAIN CO2 LASER BEAM

WAVELENGTH: 9um - 12Jm PULSE DURATION:400ps
PEAK POWER: 290W AVERAGE POWER: 190W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER: <4m\W

Figure 13- SR08s

/A

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: 9um - 12um PULSE DURATION:400ps
PEAK POWER: 890W AVERAGE POWER: 300W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER:<4mW

Figure 15- SR10i

/A

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: 9um - 12pm PULSE DURATION:400ps
PEAK POWER: 1870W AVERAGE POWER: 620W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER:<4mW

Figure 17 - SR15e

N

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: Sum - 12pm PULSE DURATION:400ps
PEAK POWER: 5T0W AVERAGE POWER: 380W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER:<4mWW/

Figure 19 - SR15s

/A

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: Sjm - 12pm PULSE DURATION:400ps
PEAK POWER: 1770W AVERAGE POWER: 590W

LASER DIODE POINTER
WAVELENGTH: £35+/-10nm AVERAGE POWER:<4mW

Figure 21 - SR25i

N

Class 4 laser with diode option

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: 9um - 12pm PULSE DURATION:400ps
PEAK POWER: 1240W AVERAGE POWER: 370W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER: =4mW

Figure 14 - SR10e

/A

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUGT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: 9um - 12pm PULSE DURATION:400us
PEAK POWER: 860W AVERAGE POWER: 330W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER:<4mW

Figure 16 - SR10x

N

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: 9um - 12um PULSE DURATION:400ps
PEAK POWER: 1240W AVERAGE POWER: 420W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER:<4mW

Figure 18- SR15i

/A

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: 8um - 12um PULSE DURATION:400ps
PEAK POWER: 1260W AVERAGE POWER: 490W

LASER DIODE FOINTER
WAVELENGTH: 635+-10nm AVERAGE POWER <4mW

Figure 20 - SR15x

/A

DANGER VISIBLE AND INVISIBLE LASER RADIATION AVOID EYE
OR SKIN EXPOSURE TO DIRECT OR SCATTERED RADIATION

CLASS 4 LASER PRODUCT IEC/ EN 60825-1: 2014

MAIN CO2 LASER BEAM
WAVELENGTH: 9um - 12um PULSE DURATION:400ps
PEAK POWER: 1750W AVERAGE POWER: 680W

LASER DIODE POINTER
WAVELENGTH: 635+/-10nm AVERAGE POWER:<4mW

Figure 22 - SR25x

/A

DANGER CLASS 4 INVISIBLE
LASER RADIATION
WHEN OPEN AVOID EYE OR

SKIN EXPOSURE TO DIRECT
OR SCATTERED RADIATION

Figure 23 - Label A1.3y Non-interlocked panel without diode option

Tel: +44 (0)1482 650088, Registered in England: 3477444
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DANGER CLASS 4 VISIBLE AND
INVISIBLE LASER RADIATION
WHEN OPEN AVOID EYE OR

SKIN EXPOSURE TO DIRECT OR
SCATTERED RADIATION

Figure 24 - Label A1.3y Non-interlocked panel with diode option

WARNING
Disconnect the mains supply

before removing this cover
Figure 25 - Label A1.4y DC voltage warning

AVOID EXPOSURE INVISIBLE
LASER RADIATION IS
EMITTED FROM THE APERTURE

Figure 26 - Label A1.5y Laser aperture without diode option

AVOID EXPOSURE INVISIBLE AND
VISIBLE LASER RADIATION IS
EMITTED FROM THE APERTURE

Figure 27 - Label A1.5y Laser aperture with diode option

® LUXINAR
:

This product doe

Made in the UK nar Ltd. Meadow Road,

Bridgehead Busi ark, Kingston upon Hull, HU

+44(0) 1482 65 xinar.com

PATENT/ Brevet déposi vettato: inar.com/patents

Imported into the EU by Luxinar GmbH, Réntgenstrasse 6, 21465 Reinbek, Germany

Model number
Partnumber
Serialnumber
Input

Revision
Weight
IPrating

No g M w DR

Figure 28 - Label A1.6y Product identification and certification

Figure 29- Label A1.8y Electrical hazard
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Maximum Permissible Exposure and Nominal Ocular Hazard Distance

The Maximum Permissible Exposure (MPE) is the level of radiation to which, under normal circumstances, persons may be
exposed without adverse effects. The MPEs represent the maximuievel to which the eye or skin can be exposed without
consequential injury and are related to the wavelength of the laser radiation, the pulse duration or exposure duration, arme t

tissue at risk.

The MPEs given in the following tables are informative and provided so that the integrator can calculate the Nominal Ocular
Hazard Distance (NOHD), perform a risk analysis and inform the user about the safe usage of the product. However, exposure
limits for the eye and the skin of employees in the work place and the general public are in many countries specified in
national laws. These legallybinding national exposure limits might differ from the MPEs given in the tables below.

The NOHD is the distance from the output aperture beyond which the beam irradiance or radiant exposure remains below the
appropriate MPE. Importantly, the NOHD is dependent upon the beam waist size and the divergence of the beam. Therefore,
the NOHD is degndent upon the optical components acting on the beam. The NOHDs given in the tables below are relevant
only when the laser is operated without external beam delivery attached. When beam delivery is attached it is the
responsibility of the integrator or eml-user to recalculate the NOHDs. Further details of the safe use of lasers are given with
IEC/ TR 6082414 "Safety of laser productstA¢ | qWINMa Wl LWeat W1 kt WNa RT OB

SR 08s

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?2) 1000 1000 1000
NOHD(m) 325 300 325
SR 10e

Wavelength (um) 10.6 10.25 9.3

MPE(W/m2) - - 1000
NOHD(m) - - 425
SR 10i

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) 1000 1000 1000
NOHD(m) 400 375 400
SR 10x

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) - - 1000
NOHD(m) - - 450
SR 15e

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) - - 1000
NOHD (m) - - 550
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SR 15i

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) 1000 1000 1000
NOHD(m) 525 525 450
SR 1%

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) 1000 1000 1000
NOHD (m) 500 500 450
SR15x

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) - - 1000
NOHD(m) - - 500
SR 25i

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) 1000 1000 1000
NOHD (m) 600 600 575

SR25x

Wavelength (um) 10.6 10.25 9.3

MPE(W/m?) - - 1000
NOHD(m) - - 625

Decommissioning and disposal

Dispose of the system accordingto appropriate local regulations.

|5
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Section 2

General Description
Laser head

Laserassembly
RFpower supply
Internal beam delivery (correction optics)
Laseroutput
Figure 30 - SRseries laser head

A w DN

SR series lasers comprise a laser tube, integrated RF power supply unit and a finely tuned optical correction system packaged
within a robust aluminium casing. The laser tube is RExcited and has a diffusion cooled sealed cavity. All have an excitation
frequency of 81MHz and an expected tube lifetime greater than 20000 hours. There are ten models offering different output
powers.

1 SRO08s

Up to 80W average power, 110W peak power
1 SR 10e

Up to 115W average power, 330W peak power
T SR10i

Up to 125W average power, 315W peak power
T SR 10x

Up to 105W average power, 235W peak power
1 SR 15e

Up to 160W average power, 460W peak power
1 SR15i

Up to 175W average power, 440W peak power
1 SR 15s

Up to 160W average power, 215W peak power
1 SR 15x

Up to 150W average power, 335W peak power
T SR25i

Up to 250W average power, 630W peak power
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1 SR 25x
Up to 210W average power, 465W peak power

Three versions of the SR series lasers are available:

1  Standard version with direct beam output and basic control interface.

1  Shutter version, including a safety shutter, more control interface modes and a laser diode pointer.

1 Power feedback version, including a power feedback detector and closed loop control circuit in addition to a safety
shutter, more control interface modes and a laser diode pointer. (Power feedback only available on SR 10i, SR 15i and
SR25i models)

DC power supply (optional)

Refer to Appendix8 for details of Luxinar DC power supplies

Industrial control unit (optional)
Contact Luxinar for more details of control options.

Beam delivery

The SR series can be supplied with an ATFR (Absorbing Tilm Reflector) optical isolation assembly to protect the system
from back reflection. The device attaches directly onto the output end of the beam delivery cover using an adapter.

[ VI W 6eqqlll WeUOT WEYs W WnWWT AcHt W21 + RYUt AWq6 WWRE Yiac qRYULWE + 136 |

Refer to manual part number 9080104-xx; Optical isolation (ATFR) for fitting instructions.

Specifications
Note: This equipment is designed for overvoltage category Il as defined within EN 61a112010+A1:2019.

RF power supply

Table 3- RF power supply characteristic s

DCinput (RF) 50V+2%

DCinput (RF)oad 23mF 26mF 26mF 60mF 54mF
capacitance

DC input (RF) 29A 42A 49A 50A 58A
maximum

average

current

Peak RF output 1.32kW 2.6kw 2.6kw 3.6kW 2.6kw
power

(envelope)

Maximum 1.1kW 1.56kW 1.82kW 1.8kW 2.1kW
average RF

output

power

Duty cycle 80% 60% 70% 50% 80%
Pulsewidth range 21400us

Frequencyrange 0T1130kHz
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Table 4 - RFpower supply characteristics

Model SR 15i SR 15x SR 15e SR 25i

DC input (RF) 50V + 2%

DC input (RF) load 60mF 60mF 47mF 47mF 47mF
capacitance

DC input (RF) 60A 70A T7A 92A 107A
maximum average

current

Peak RF output 3.6 kW 3.6kW 5.3kW 5.3kW 5.3kW

power (envelope)

Maximum average 2.16kW 2.52kw 2.65kwW 3.18kW 3.17kW
RF output power

Duty cycle 60% 70% 50% 60% 70%
Pulse width range 21400us
Frequency range 0T7130kHz

Dimensions

Table 5 - External dimensions (including RFpower supply)

Model SRO08s SR10i SR10x SR10e SR15s

Standardlaser 659x198x222  659x198x222 659x198x222 879x198x222  879x198x222
(LXWxH)Ymm)

Laserwith shutter - 723x198x222  723x198x222  943x198x222  943x198x222
module option

(LXxWxH)Ymm)

Laserwith - 723x251x222 = = =
power

feedback

option

(LXWxH)Ymm)

Table 6 - External dimensions (including RFpower supply)

Model SR 15i SR 15x SR 15e SR 25i SR 25x

Standard laser 879x198x222 879x198x222 941x198x222 941x198x222  941x198x222
(LXWxH) (mm)

Laser with shutter 943x198x222 943x198x222  1005x198x222 1005x198x222 1005x198x222
module option

(LxWxH) (mm)

Laser with 943x251x222 - - 1005x251x222 -

power

feedback

option

(LXWxH) (mm)
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Weights
Note: All weights are approximate.

Table 7 - Weight (including RFpower supply)

Model SR 08s SR 10i SR 10x SR 10e SR 15s
Standard laser 22kg 22kg 22kg 32kg 32kg
Laser with shutter y 24kg 24kg 34kg 34kg

or power feedback
module option

Table 8 - Weight (including RFpower supply)
Model SR 15i SR 15x SR 15e SR 25i

Standard laser 32kg 32kg 34kg 34kg

Laser with shutter 34kg 34kg 36kg 36kg 36kg
or power feedback
module option

Cooling system
SR series lasers require a temperature stabilised recirculating coolant circuit in order to operate correctly.

The preferred coolant is deionised water or deionised water with anbacterial additive. SeeAppendix 5

Important!

Topreventcondensation on optical surfaces, the coolant temperature must be
maintained above the dew point.

The following lookup table defines minimum coolant temperatures (above the dew point) that avoid condensation with
respect to ambient temperature and relative humidity.

Table 9 - Minimum laser resonator coolant temperatures

Ambient temperature (°C)

25 30
45% 19 19 19 24 29
50% 19 19 20 25 30
55% 19 19 21 26
60% 19 19 2 27
65% 19 19 23 28
ﬁl‘?"]"’l‘g:{; 70% 19 19 24 29
75% 19 20 25 30
80% 19 21 2%
85% 19 22 27
90% 19 23 28
95% 19 24 29
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Table 10- Coolant specification

1

Minimum flow 4 5 5 5

rate (L/min)

Recommendedflow 5 6 6 6

rate (L/min)

Maximum 6.0bar (88psi)

pressure

Dissipation 1.4kw 1 3KW 3.1kw 3.5kw
|

Required 1.8kw ‘ 3.1kW 3.3kW 3.6kW

refrigeration

capacity

Coolant temperature 19130°C (Optimum temperature 21°C. Allow 1% output power drop per 1°C
increase.) Refer to document 9060202-99 for more details.

Table 11 - Coolant specification

increase.) temperature Refer to document 9060202-99 for more details.

Minimum 5 5 5 5 5
flow rate

(L/min)

Recommended 6 6 6 6 6
flow rate (L/min)

Maximu 6.0bar (88psi)

m

pressure

Dissipation 4kw 4.3kW 4.7kW 5.2kwW 6.5kW
Required 4kw 4.3kW 4.7kW 5.2kw 6.5kW
refrigeration

capacity

Coolant 19130°C(Optimum temperature 21°C. Allow 1% output power drop per 1°C

Optics purge gas

Table 12 - Optics purge gas specification

Purgegaspressure 0.0770.21bar (1T3psi)

Flow rate 112L/min

Nitrogen purity

Nitrogen purity grade 4.6 (O2/13vppm, H20 J12vppm)
Compressedair contamination limits

Oil J10.005mg/m3

Water 110.05g/m3

Particles J10.05um

906-0236-00 Rev12 Luxinar Ltd, Meadow Road, Bridgehead Business Park, Kingston Upon Hull, HU13 0DG, UK
© 2026 Tel: +44 (0)1482 650088, Registered in England: 3477444 www.luxinar.com

Pagel9of 126



LUXINAR

Industrial lasers that last

Environmental specifications

Note: Thisequipment is designedfor indoor use only and Pollution Degree?2 as defined within EN61010-
1:2010+A1:2019

Table 13- Environmental specifications

Ambient workingtemperature 5140°C

Storagetemperature (with drained cooling circuit) -10to +70°C

Relative humidity (non-condensing) 10185%

Maximum altitude <2000m

IPrating 66
Important!

ThelP66rating refers to the laser head and RFpower supply only. Thissealingis
intended to prevent dust and condensation from forming on sensitive components.
DC power supplies (see Appendix8) are not sealed to the same extent. It is important that

DC power supplies are not situated in an environment where condensation or conductive
debris may deposit on sensitive electronic components.
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Performance
Table 14 - SRseries output characteristics
Output 10.6pum 10.6pm 9.3um 9.3um 10.6pum
wavelength
Foradditional and alternative wavelengthspecification, referto Appendix4

Ratedaverage 5180W 51125W 51105W 51115W 10T160W
power rangell)

Peakpower 110w 315W 235W 330W 215W
Minimum 96W 150w 126W 138W 192w
shipment

power(?

Pulse energy 3150mJ 51100mJ 4170mJ 61110mJ 5195mJ
Typicalopen <*4.5% <*4.5% <+5% <+*3% <*3%
Ioop.power (@50pspulse (@50pspulse (@50us (@50pspulse (@50pspulse
stability width & 60%  width & 60% pulse width width & 50%  width & 60%

duty) duty) & 60%duty) duty) duty)

Guaranteedopen +7% +7% +8% +6% + 6%
loop power

stability

Typicalpower y <+1% y y y
stability with

power feedback

option

Guaranteed y <+2% ofrated y y y
power stability power

with power +2W atall power

feedback levels

option®)

Optical pulse 100us 60us 60us 60us 90us
rise time (10r

90%)

Optical pulse fall 100ps 60us 60us 60us 90us
time (90110%)

Excitation 81mHz

frequency

Expected 20000hours

tube lifetime

Beam diameter 6.8 £0.5mm 6.0 £0.5mm 6.3 +0.5mm 6.5+ 0.5mm 6.3 £0.5mm
(1/e2) at the laser

output optic

M (K) <1.2 (>0.833)

Beam <2mradt full anglefar field

divergence

Beam <l.21

ellipticity

906-0236-00 Rev12
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Pointing <0.25mrad(halfangle)
stability
Polarisation Linearparallelto the laserbase

1. Meanpower at maximum duty cycle
2. Meanpower at maximum duty cycle
3. After settling period

Table 15- SRseries output characteristics

Output 10.6pum 9.3um 9.3um 10.6pum 9.3um
wavelength
Foradditional and alternative wavelengthspecification, referto Appendix4

Ratedaverage 10T175W 10T150W 10T160W 151250W 10T210W
power rangel®
Peakpower 440W 335W 460W 630W 465W
Minimum 210W 180W 192w 300W 252W
shipment
power(®)
Pulse energy 71140mJ 61105mJ 81155mJ 101200mJ 81145mJ
Typicalopen <+3% <+3% <+4% <+3% <+4%
Ioop_pOwer (@50uspulse (@50us (@50us (@50pspulse (@50uspulse
stability width & 60% pulse width pulse width width & 60% width & 60%

duty) & 60%duty) & 50%duty) duty) duty)
Guaranteedopen +6% +6% +6% +6% + 6%
loop power
stability
Typicalpower <+1% y y <+1% y
stability with
power feedback
option
Guaranteed <+2% ofrated y y <+2% ofrated y
power stability power power
with power +2W atall power +3W atall power
feedback levels levels
option(®)
Optical pulse 60us 60us 60us 60us 60us
rise time (10r
90%)
Optical pulse fall 60us 60us 60us 60ps 60ps
time (90110%)
Excitation 81mHz
frequency
Expected 20000hours
tube lifetime

906-0236-00 Rev12
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Beamdiameter 6.8 £0.5mm 6.0 £0.5mm 6.3 £0.5mm 6.5+ 0.5mm 6.3 £0.5mm
(1/e?) at the laser

output optic

Mz (K) <1.2 (>0.833)

Beamdivergence <2mrady full anglefar field

Beam ellipticity <l21

Pointing stability <0.25mrad (half angle)

Polarisation Linearparallel to the laser base

Note: Forthe power feedback version, the beam will be tilted downward in the vertical plane by 2.8+ 0.4mrad. In the horizontal
plane the beam may have an angulardeviation from the optical centre-line of up to + 1.75mrad.

Laser diode pointer option

A WARNINCA

Class3Rvisiblelaserradiation

Avoideyeexposureto directandscatteredradiation.

Table 16 - Laser diode pointer specification

Wavelength 635 +10nm
Maximum output power 4mwW
Power stability 5% @25°C
Divergence <2.5mrad
Beam diameter (at the outputaperture) 0.25mm
Pointing stability <0.2mradper °C
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Section 3

Operation

Table 17 - SRseries control feature overview

Control modes

ExternalPWMmode Default Default Default
OEMuser supplied Pulse Width Modulation (PWM

for RF modulation

Internal openloop control mode o) 6 N
Internal closed loop control mode o) o) N
Internal NC power control mode o) 6 N
Internal PWMpower control mode o) o) N
Signals

RFEnable N N N
Interlock N N N
Shutter enable o} N N
Laser diode pointerenable o} N N
Trigger 0) o) N
RS232control commands o) N N
Compatibility

Compatible with TTLconverter option () N N N
Compatible with industrial controller N N N

General considerations before starting the laser

1
f

906-0236-00 Rev12

© 2026

Ensure that the beam path is free from obstructions.

If the machine is in a maintenance or installation situation with machine guards removed, check that there are no

personnel within the area and that safety warning notices are prominently displayed.

Ensure all interlocks are operating correctly.

Verify that the material to be processed is suitable for CO2 laser processing.

Verify that the material to be processed is correctly positioned and ready for processing.

www.luxinar.com
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Start-up

1. Ensurethat all machine safety features are present and activated.

If the machine is in maintenance mode with enclosure panels removed, ensure that the area surrounding
the machine complies with local laser safety regulations and that laser safety warning notices are
displayed prominently. All personsin the area must wear laser protection eyewear.

1. Fordetails of the TTLconverter option, referto Appendix 7
2. Fordetails of industrial controller programmingmodes, referto Appendix1

A DANGEIA

Risk of injury to eyes and exposed skin

Thisis aClass 4 (Class1V)laser product. All precautions relevantto this class of laser
product should be strictly observed. Use of controls or adjustments or performance of
procedures other than those specified herein may result in hazardous radiation
exposure. Strict compliance with the safety precautions set out and referred to in this
manual and extreme care in use are essential to minimise the chance of accidental
damage to the equipment or personalnjury. Luxinardoes not accept liability for any
damageor injury howsoevercaused or arising.

2. Turnonthe coolant circulating system and check for correct flow and temperature.
3. Turnon the optics purge gas.
4. Verifythat all interlocks are closed.
5. Switch on mains power to the laser and controller.
6. Setthe operating parameters on the machine controller.
7. Enablethe RFpower supply (all versions).
8. Enable the shutter (shutter version and power feedback version only).
9.
1  Apply a pulse modulation signal (Standard version only).
1  Apply a trigger signal (power feedback version only).
Important!
Certain pulsing regimes can cause acoustic resonance phenomenathat perturb
beam pointing characteristics. SeeAppendix 2for parameters to avoid.
Shutdown
1.
1 Removehe pulsemodulationsignal(Standardversiononly).
w Removehe triggersignalto disablelaseroutput. (powerfeedbackversiononly).
2. Closehe shutter (shutterversionand power feedbackversiononly).
3. Disablethe RFpowersupply.(all versions).
4. Switchoff mainspowerto the laserand controller.
5. Turnoff the opticspurgegas.
6. Turnoff the coolantcirculatingsystem.
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Emergency stop

Anemergencystop is initiated by the OEMmachine. Themachine should automatically:
w Removethe triggersignal (power feedback versiononly).

Close the shutter (shutter versionand power feedback version only).

Removethe RF enable signal (all versions).

€ € €

Breakthe laser interlockcircuit.

Important!

Forthe power feedback version, the laser will not restart unless the triggersignalis
removed and re-applied. Control signal timings must be respected when restarting
Seesection 8.
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Section 4

Diagnostics and troubleshooting
Status indicator diagnosticsT all lasers

Table 18 - Status indicator diagnostics y all lasers

Normaloperation.Laserenabled. Noactionrequired.
Coolantflow isbelow theminimum w Check the coolant flowate.
recommendedate. Seepage 18 w ChecKor blockage®r restrictionsin

the cooling systenpipes.

NoRF Enable signal. Checkthe RF Enable signal.

Themodulationinputisnot within the  Checkhe modulationsignal.SeeSection 2.
specifiedimits.

Nomodulationinput. Checkthe modulationsignal.SeeSection 2.

VSWRault. w If the indicatoris intermittentlyred,
checkthe pre-ioniserfuse.See
Section 5.

w Ifthe problempersistscontact
Luxinar Aftersales.
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Coolant flow is below the required
minimum.

Providethe requiredminimumcoolant
flow rate to the system. See section
page 18

DC '
INT
FLO@® RF

MOD

No interlock signal.

Checlfor openmachineinterlocks.

@ No interlocksignal.
w Nocoolantflow.

w Check for opemachineinterlocks.

w Providethe requiredminimum
coolantflow rate to the system.See
sectionpage 18

The DC supply voltage is not within the Providethe requiredDCinput voltage.

specifiedimits.

Seepage 18

w The DC supply voltage is not within w Providethe requiredDCinput

the specified limits.
w Thecoolant flow rateis belowthe
requiredminimum.

voltage. Se@age 16

w Providethe requiredminimum
coolantflow rate to the system.See
page 18

DC
INT

FLO@® RF

®
MOD @

w The DC supply voltage is not within w Providethe requiredDCinput

the specified limits.
® No interlocksignal.

voltage. Se@age 16
w Check for opemachineinterlocks.

w The DC supply voltage is not within w Providethe requiredDCinput

the specified limits.
@ No interlocksignal

w The coolant flow rate is below the

requiredminimum.

voltage. Se@age 16
w Providethe requiredminimum
coolantflow rate to the system See

page 18
w Checkor openmachineinterlocks.

906-0236-00 Rev12
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The DC supply is not present.

w Check the DC power supply

connectionto the RFpowersupply.

1 Check the DC power supply

Status indicator diagnosticsy lasers with shutter and power feedback
Table 19- Status indicator diagnostics y lasers with shutter and power feedback

OoP
DIOD
SHTR

w External Modulation mode

selected.
W Diode pointing lasedisabled®
w Shutteropen.

w Internal Modulation mode

selected.
W Diode pointing lasedisabled®
w Shutteropen.

w External Modulation mode

selected.
w Diode pointing lasedisabled.
w Shutterclosed.

w External Modulation mode

selected.
w Diode pointing laseenabled.
w Shutterclosed.

w External Modulation mode

selected.
w Diode pointing laseenabled.
w Shutterfault.

w Internal Modulation mode

selected.
w Diode pointing lasedisabled.
w Shutterclosed.

w Internal Modulation mode

selected.
w Diode pointing laseenabled.
w Shutterclosed.

w Internal Modulation mode

selected.
w Diode pointing laseenabled.
w Shutterfault.

Normalsystemoperationfor External
Modulation  mode.

Normalsystemoperationfor Internal
Modulation  mode.

w Applyahigh(5¢24V)signalto U1, pin
21to enable the diode pointintaser.

w Applyahigh(5¢24V)signalto U1,pin
1to enable theshutter.

Applyahigh(5¢24V)signalto U1,pin 1
to enable the shutter.

ContactLuxinarAftersales.

w Applyahigh(5¢24V)signalto U1,pin
21to enable the diode pointintaser.

w Applyahigh(5¢24V)signalto U1, pin
1to enable theshutter.

Applyahigh(5¢24V)signalto U1,pin 1
to enable the shutter.

Contact_uxinarAftersales.

1. Thediode pointing laser is internally disabled once the shutter is open.
2. Thediode pointing laser is internally disabled once the shutter is open.

906-0236-00 Rev12
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Section 5
Routine maintenance

The SR series has been designed to be low maintenance. Internal routine maintenance procedures are neojuired.
Thesystem's sealed construction and limited number of moving parts ensuretrouble-free and reliable operation.

AWARNINGA

Laser radiation and electrical hazards

General cleaning

Use of controls or adjustments or performance of procedures other than those specified
herein mayresult in hazardouslaser radiation exposure. Thisis a Class 4 (ClassV)laser
and the beamis invisible to the eye.

Pleasereviewall safety instructions and precautions givenin the Safetychapter
before attempting to operate or service this system.

w Theexternal surfaces of the system can be cleaned with a mild detergent. It is advisableto use a
damp cloth to facilitate the cleaning of the external cabinets, etc.

w Takecare not to allow entry of water into any of the electrical cabinets or onto the output window or
final beam delivery optic.

Pre-ioniser fuse replacement

ADANGERA

Risk of electric shock
Ensurethat the equipment is disconnected from the mains supply before replacing the fuse.

1. Disconnect the equipment from the mains electrical supply.

2.  Removethe cover (2)from the rearend of the laser by unscrewingthe fixing screw(1).
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3. Removethe faulty fuse (PI).

4. Fitareplacement fuse of the samesize andtype.
Fusespecification: 20mm, T1A250MLuxinarpart number 552-0007-00).

5. Replacethe coverand secure it with the fixing screw. Care should be taken when fitting
the cover. Ensure the preioniser cable is not trapped or crushed when fastening.

Note: If the fuse fails againafter replacement, this may indicate a more serious fault. Formore
information and advice, contact Luxinar Aftersales.

Cooling system contamination

If the cooling water is contaminated with bacteria or has beentreated with other chemicals it will be necessary to
clean the cooling circuit:

The pH value, conductivity and dissolved solids levels can be measured using a portable meter. The bacterial
contamination level can be checked usingatest kit. Formore information and advice, contact Luxinar Aftersales.

Payparticular attention to the instructions provided by the manufacturer of the NALCOwater treatment kit:

1. Drainoff the contaminated cooling water.
Ensurethat disposal of all the materials used in this product is conducted accordingto all local and

national regulations.

Flushthe cooling water circuit with tap water by filling and draining once only.
Mixtap water with deionised waterin a 1:1 ratio andfill the cooling water circuit.
AddaNALCObiocide water treatment kit and mix well with the cooling water.
Operatethe system for two to four days, then drain off the cooling water.
Flushthe cooling water circuit twice.

Fill the cooling system with fresh deionised water and add the contents of a fresh NALCOwater
treatment kit.

No o kwd

Frost protection

If the cooling system or chiller which supplies the cooling for the laser system is located in an area where the temperatanay
drop below 0°C, then the cooling circuit must either be equipped with a winteproof heating tank to prevent the cooling water
temperature dropping below 15°C or the coolant must contain glycol antifreeze. For coolant details refer f&ppendix E.
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Section 6

Installation

Installation procedure

Before unpacking the laser, prepare for the installation by making sure that the required equipment, resourcasd
materials are available. Carefully inspect the packagecontents for shipment damageand notify Luxinar immediately
if any damage is found.

Ensure that the following areavailable before startinginstallation:

w

g€ € ¢

€

w
w

Themeansto transport and lift the laser into position. Seepage 18for equipment weights.
Aflat surface with preparedfixinglocations to match the laser mounting feet. Seepage 33
ADC power supply supplied by Luxinaror sourced locally.

Abeam deliverysystem and support brackets with a prepared connection for the laser output window
mounting point

Asource of cooling water or a chiller for laser cooling. Seepage 36

Asource of high purity nitrogen or compressed air to provide a positive purge pressure for the laser optics. See
page 37

Anemergencystop interlock circuit.
Lasercontrol interface circuitry.

Performthe following stepsto install the laser:

1.

Carefully unpack the laser and place it on the prepared mounting surface, then fasten it in place using M8
bolts. Do not remove the protection cap from the laser output window at this stage.

Seepage 33
AWARN I NGA

Heavy equipment y risk of severe lumbar injury

Theweight of the laser head supply exceedsthe single person lift limit of 18kg,as
specified in EN 610101:2010+A1:2019. Ensure a minimum of two people lift the laser
head or that suitable lifting equipment is employed.

Suitable lifting points are the base of the laser resonator, the beam turning block and the internal beam delivery module eov
Do not lift using the power feedback or shutter modules, if fitted, as this can cause optical misalignment with a reduction i
power or mode quality.
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Beamturning block
Internal beam delivery module cover
3 Laserresonator base
Figure 31 - Laser head lifting points

2. Connectthe laserto the cooling water source or chiller using10mm ODtubing (seepage 36. To connect
the cooling tubing:

a. Pushthe tube into the connector until it reachesthe stop. Pull back on the tube to ensurethat the
connector has gripped the tube firmly.

b. Toremovethe tube, pressthe releasering on the end of the connector end and pull out the tube.

3. Connect the optics purge gassupply using6mm ODtubing (seepage 37). Toconnect the gas purge
tubing:
a. Pushthe tube into the connector until it reachesthe stop. Pull back on the tube to ensure that the
connector has gripped the tube firmly.

b. Toremovethe tube, pressthe releasering on the end of the connector end and pull out the tube.
4. Connectthe laser tothe DC powersupply.

A DANGEIA

Exposederminalst risk of electrocution

Switchoff anddisconnecthe equipmentfrom the mainselectricalsupplybefore exposing
electrical terminals. Only trained and authorised personnel should make electrica
connections.

Connect the DC power supply to the mains. Sepage 38.
Connect the emergency stop interlock circuit.
Connect the control interface circuitry.

Remove the red output window protection cap and store it in a safe place for use when transporting the system.

© © N o o

Test the laser output before fitting the beam delivery.
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Place a suitable beam block or power monitoring device in the beam path. Do not place it close to optical surfaces to
avoid risk of contamination by evaporated material. Be aware that the beam blocking material may create dangerous

reflections.
A WARNINGA

Hazardoudaserradiation

Alwayswear protective eyewearmatchedto the emissiorwavelengthandoutput power of
the laser. Instruct all personnel in the vicinity to wear identical protective eyewear.

10. Mount the beam delivery and connect it to the laser output window using the prepared connector. Spage 39

Unpacking, mounting and connections
Refer topage 16for details of weights and dimensions.

Mechanical fixing

Secure the laser to the host machine using the three mounting feet on the base. Each mounting foot has an M8 threaded hole
and an openended slot suitable for an M8 bolt.

Mounting position dimensions are shown in the following figures.

SR 08s, 10i, 10x

537.0 38.0
o
~
o
- @L@ =
- a ° o
- ‘; @ @L © © he %
o L . )ﬁg—o
=L Hy' 7 o
o= ]
150/ | & 3 HOLES TAPPED M8 AS SHOWN.
SR 10e, 15i, 15s, 15x
757.0 38.0
=]
B
T ]
[=]
/8
= [=]
.—*%_'
3 HOLES TAPPED M8 AS SH(_)WN';’/
819.0 38.0
<
M~
o)
A" o ‘
=iV
e ol O
L O
:‘Lo ‘_?aﬁ of
. =77 g

3 HOLES TAPPED M8 AS SHOWN. /
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To ensure correct operation of the standard version, it must be mounted in one of the approved orientations
identified by the check mark in the following figure.

A WARNINCA

Riskof shutter malfunction or failure

Forshutter and power feedbackversionsthe Aorientationsmustnot be used.Safeoperationof
the shutter requires that the laser is mounted horizontally with the feet underneath.

A CAUTIOI\A

Riskof optical damagedueto vertical orientation

Vertical mounting, as shown by orientations B and C, can result in premature failure of Igser
opticsandshouldbe avoided.Mountingwith the output window on top of the laser,shownin
orientation B, is totally prohibited.

- @0@ :
- D
@.-ﬁ%% X ‘

Figure 32- Correct and incorrect mounting orientations
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Laser output aperture location

Standard version:

198

N
N
~ €
£ ©
" 5
® e o) © o
U o
© . @ . ~N
' L—+
10.3 150.0 J' 8.0
Shutter version:
198

N
N O,
®
° i ¥
c o
U R
] v
10.3 | 150.0 J_' 8.0
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Power feedback version:

For the power feedback version, the axis of the output beam is offset in the horizontal plane when compared with the

standard version or shutter version. The horizontal beam axis with respect to the mounting feet is shown in the
following figure.

251

222

o

€
8
©\le ©) @

70.0

—

103 _ Lil,SO,,O  |as

Note: Forthe power feedback version, the beam will be tilted downward in the vertical plane by 2.8+ 0.4mrad. Inthe
horizontal plane the beam may have an angulardeviation from the optical centre-line of up to + 1.75mrad.

Coolant connections and pipework

If the optional Luxinar DC power supply is fitted, the coolant must flow through the power supply before the laser.

For the shutter and power feedback versions, the coolant enters the laser via the shutter module.

1 [
g o [\
DC : Jo—
y @ e . o/
AI | — o

Figure 33- Coolant connections and flow direction
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Coolantinlet and outlet connectors are marked with the following symbols (direction dependson the
label location):

w Coolant in

w Coolant out

Important!

Materials used in the external cooling circuit must be chosen to avoid corrosion. Never us

aluminium, zinc, mild steel or cast iron components. Suitable materials are stainless steel,

copper, copper alloys and opaque plastics. Only use pipework that is impervious to lightin
order to reduce the possibility of bacterial contamination of the cooling system.

Thecoolant temperature must be kept above the dew point in order to prevent formation of
condensation on internal laser components.

Completely drain the cooling systembefore shipmentor storage.

Beam delivery optics purge gas

If the internal or external beam deliveryis contaminated with fumes, water vapour or debris then these contaminants
can absorb the laser energy and cause laser power fluctuations and steering of the laser beam. In severe cases,
laser optics can be contaminated and damaged.

Thelaser internal beam deliveryis fitted with an optics purge system for use with contaminant-free compressed air
or nitrogen.

1 Purgegasinput connector
2 Purgegasexhaust
Figure 34 - Internal optics purge gas connector

Anon-return check valveis fitted to the internal beam delivery. Thecheck valve opens and allows the excess purge
pressure to escape.

Oncethe purge pressure has dropped to the correct pressure, the valvewill close automatically, preventing dust,
moisture and contaminants from entering the optical system.

906-0236-00 Rev12 Luxinar Ltd, Meadow Road, Bridgehead Business Park, Kingston Upon Hull, HU13 ODG, UK  Page38of 126
© 2026 Tel: +44 (0)1482 650088, Registered in England: 3477444 www.luxinar.com



LUXINAR

Industrial lasers that last
Electrical power connections

The laser requires a 50VDC power supply, either supplied locally or available from Luxinar. For specifications refepdge 16
The connecting cable crosssection depends on the laser model and cable length. Refer to the following table for cable
selection:

Table 20- Maximum lengths of DC power supply cables

SR 08s 15m 23m
SR 10i 10m 16m
SR 10e 8m 13m
SR 15s 7m 11m
SR 15i 7m 10m
SR 15x 5m 10m
SR 15e 6m 10m
SR 25x 4m 7m

A DANGEIA

Riskof electricshockor severedamageto the equipment

Ensurehat the equipmentis disconnectedrom the mainssupplybefore makingthis
connection.

Respecthe polarity of the terminalson the power supplyandthe laser.

Toconnect the cablesto the laser:

1. Removethe cover (2)from the rearend of the laser by unscrewingthe securing screw(1).
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Theterminals are marked as +VE2)and Ground(1).

1. Clampthe cables securelyin the terminals usingthe two clamp screws on each terminal.

2. Replacethe coverand secure it with the securing screw. Care should be taken when fitting the cover.
Ensure the preioniser cable is not trapped or crushed when fastening.

Beam delivery

A CAUTIOI\A

Riskof damageto the laseroutput window mount

Thelaseroutput window mountis not capableof supportingabeamdelivery.Alwaysprovide
strong and stable mechanical support for the beam delivery and other external optics

Important!

Removethe blanking cap from the output window before attempting to attach the beam delivery.
Care should be taken when fitting the cover.

There are two approved methods for attaching the beam delivery system to the laser output:

1. Attach the beam delivery to the four M5 mounting holes on the output window mount.

4xDRILL © 42x14.0Dp &
TAP M5 - 6H x 10.0 Dp AS SHOWN
144,00 PCD

26.00
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2. Insert the beam delivery tube directly into the output window mount and secure it by an M6 grub screw.

31.00 min, ©20.00 min.

0.5 x 45°

12.00

13.25

Note: Shutter and power feedback versions have a visible light laser diode pointer to assist with beam delivery

alignment. The rated power of the laser diode pointer is 4mW.

Take appropriate precautions when using the laser diode pointer to align the beam delivery.

AWARNINGA

Class 3Rvisible laser radiation
Avoideyeexposureto direct and scattered radiation.
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Section 7

Transport and recommissioning

Beforetransporting the laser, observethe following precautions:

w Completely drain the laser cooling systemto preventdamageduring shipping. Use clean compressed air, at a
maximum pressure of 2bar, to blow out all traces of coolant in the cooling system pipework.
Failureto remove coolant from the system prior to transport can cause damageto the laser. Damage
caused in this way will invalidate the warranty.

w Ifthe externalbeam delivery has beenremoved, replace the output window protection cap to prevent
damage or contamination during shipping.
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Section 8

Interfacing

Userinterface connections for SRserieslasers are made through the 25-pin and 15-pin connectors on the rear
panel. Pin connections depend on the laser version.

Undercertainconditions,it maybe possiblefor power cablescarryinghighvoltagesandcurrents to emit

Important!

electrical noise levels that may interfere with control cable signals.

different path to power cables.

Toeliminatethe possibilityof interference,control signalcablesmustbe screenedandrouted along a

Standard version

Figure 35- Standard laser y Ulconnector location

Table 21- Standard laser y U1 pin designations

1 VSWHRstatus - RS422 output- 3.510.5V

2 VSWRstatus + RS422 output+ 0.513.5V

3 Overmodulation Output 0.5/5V

4 Modulation input - RS422 input 510.5V

5 Modulation output + RS422 input+ 0.515VvV

6 RFenable Input 0V/5Vto 24V

7 FWDVSWRsignal Output Or3Vanalogue
8 REFVSWRsignal Output 0T3Vanalogue
9 RFfault Output, opendrain 5124V @ 50mA
10 DCfault Output, opendrain 5124V @50mA
11 Coolant flow fault Output, opendrain 5124V @50mA
12 Laserready Output, opendrain 5124V @50mA
13 Interlock Input Return/connect to ground
14 Not used y y

15 Signalground (0V) y y
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Interlock

L/W—3 _6
)
13\ INTERLOCK S60R 0603 4 }) (, | 5
_/
ACDI _227
Pull the input low to enable to laser.
RF enable
LM317LZ
6 \__RF_ENABLE 3 [ i, = Vout | 2 _ A 1 | 8
| >/ g 120R 0603 ) }ﬂ [; ,
— g ACPL-227
GND
Pull the input high (5124V)to enable the laser.
Modulation input 7 VSWR status
5\ +MODULATION
/ 5V
8 R+ vee LT
4 \, -MODULATION
| T/ | LRI RO ——
5 bo+
< 2 +VSWR STATUS | DI 3
) DO-0 GND s
< 1 -VSWR STATUS DS8921M
5V

— AN ANAN
10K 0603 180R 0603 10K 0603 GND

1 Modulation input (pins 4 and 5, RS422)
Modulation input to fire the laser. Must be kept within the parameter set for the laser model.
Plse Width (PW) range: Below the minimum PW level, laser output will stop. Above the maximum PW level, laser
output will be limited to the maximum PW level.
Frequency range: Above the maximum level, laser output will stop.
Duty cycle: Above the maximum level, laser output will be limited to the maximum duty cycle limit. Exceeding any of
these levels will result in Over Modulation.
1 VSWR status output (pins 1 and 2, RS422)
RF power supply or laser tube problem. Laser output is reduced.
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Status monitoring signals

ZXMS6004FF 2Y
LASER READY 16 L
<12] q =
50mA ( | 15 J | -
N4
SMBJ24A K7 0603 ACPL-247
r— N\N————
\
GND GND ZXMS6004FF
FLOW FAULT 14 3
= | R
50mA ( 13 _:] LN 4
L
SMBJ24A K7 0603 ACPL-247
r— N\N————
\
GND GND ZXMS6004FF
DC FAULT 1 .
= &= | ] A
50mA 11 | &
SMBJ24A K7 0603 ACPL-247
r— NN————
\Z
GND GND ZXMS6004FF
10 7

Q)

Ve
4

RE_FAULT %:K_ % (qh : ]
N—

SMBJ24A 2K7 0603 ACPL-247
‘;—\/\/\,—

Normal operation Low High High High
No RFenable signal High High High High
Modulation signal not within Low High High High
specified limits

No modulation signal Low High High High
VSWRault Low High High High
RFpower supplyfault Low High High Low
Coolant flow fault High Low High High
Interlock fault High High High High
Interlock and coolant flow faults High High High High
DC supply fault High High Low High
DC supply and coolant flow faults High Low Low High
DC supply and interlock faults High High Low High
DCsupply, interlock and coolant flow High Low Low High
faults

DC supply not present High High High High
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RF forward and reflection signal monitoring

MC34072DG ] 2
REFLECTED RF
3 3
+ -
5V
MC34072DG 6

FORWARD RF ]
] ;

1 RF forward output (pin 7, analogue)

Signal proportional to the forward RF voltage
1 RF reflected output (pin 8, analogue)

Signal proportional to the reflected RF voltage

Overmodulation

ISO4B
Lo E
< 3 | —OVER MODULATION 5 .j ki 4

ACPL-227

R8

Active low output indicates over modulation.

Shutter and power feedback versions

Figure 36 - Shutter and power feedback version y Uland U2 connector locations
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Table 22 - Shutter and power feedback versions y U1 pin designations

1 Shutter enable Input 5124V

2 Userindicator Output open drain 5124V @50mA
3 Shutter open Output open drain 5124V @50mA
4 Ground Ground y

5 Shutter closed 1 Output open drain 5124V @50mA
6 Ground Ground y

7 DCvoltage OK Output opendrain 5124V @ 50mA
8 y y y

9 y y y

10 Reflected RFsignal Output, opendrain Or3Vanalogue
11 ForwardRFsignal Output, opendrain O0tr3Vanalogue
12 RFenable Input 0V/ 5124V

13 +Modulation input RS422 input(+) oT5Vv

14 - Modulation input RS422input (-) 510V

15 Overmodulation Output, opendrain oT5VvV

16 +VSWRstatus RS422 output(+) 0.513.5V

17 - VSWRstatus RS422output (-) 3.510.5V

18 TX RS232output -6to +6V

19 Externalinterlock return  Input 5124V

20 Externalinterlock Output 5V@50mA

21 Diode enable Opto-isolated input 5124V

22 RX RS232input -6to +6V

23 Shutter closed 2 Output open drain 5124V @50mA
24 Product trigger Input ov

25 Ground Ground y
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Status monitoring signals

ZXMSG6004FF 2.
< 7| DC_VOLTAGE OK %_ . 16 N 1
50mA | 15 J '\i_z
ACPL-247
2K7 0603
GND  ZXMS6004FF
< 3| SHUTTER OPEN yé_ . 16 N 1
50mA | 15 J '\i_’J
ACPL-247
2K7 0603
GND  ZXMS6004FF
< 5 SHUTTER CLOSEDI %_ ﬂ 14 | 3
(i ! A
50mA | 12 J '\i_él
ACPL-247
2K7 0603
— AN —
Gv ZXMS6004FF
ND
<23I SHUTTER_CLOSED2 W_ . 12 | 5
(z ! A
50mA | 11 J '\i_ﬁ
ACPL-247
2K7 0603
— AN —
v
GND  ZXMS6004FF
< 2 I USER_INDICATOR ﬂ 10 N 7
50mA (z !l Q J '\i_x
ACPL-247
2K7 0603
v
Monitoring input and VSWR status
13\ +MODULATION
/ 5V
8 Ri vee LT
14\ -MODULATION
2/ | LRI RO —2-
6
Cl B|—tVSWR STATUS | 20 o 3
> DO-0 GND 7Y
< 17 -VSWR_ STATUS DS8921M
5V
T "\ N\ ANAN AN V
10K 0603 180R 0603 10K 0603 GND

1  Modulation input (pins 13 and 14, RS422)
Modulation input to fire the laser. Must be kept within the parameter set for the laser model.
Pulse Width (PW) range: Below the minimum PW level, laser output will stop. Above the maximum PW level, laser
output will be limited to the maximum PW level.
Frequency range: Above the maximum level, laser output will stop.
Duty cycle: Above the maximum level, laser output will be limited to the maximum duty cycle limit. Exceeding any of
these levels will result in over modulation.
1 VSWR status output (pins 16 and 17, RS422)
RF power supply or laser tube problem. Laser output is reduced.
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Enable Signals

12\ RF_ENABLE 31vin  Vout 1 P | 16
— 120R 0603 ; Vol I
2 15
‘ LM317LZ
\, __DIODE_ENABLE 3 : 5 12
Vin Vout = —AAANAN |
121, 120R 0603 ; 4 C
b 11
‘ LM317LZ
1 \\__SHUTTER ENABLE 3 vin__ Vout -2 AN 3 14
-/ 120R 0603 ; Vs [
4 13
[ ol —
v
1 RF enable (pin 12)
Pull the input high (524V) to enable the laser.
1 Diode enable (pin 21)
Pull the input high (524V) to switch on the pointing laser.
1 Shutter enable (pin 1)
Pull the input high (524V) to enable the shutter.
External interlock
5V
EXT INTERLOCK
<20 T
LM317LZ
19\ EXT INTERLOCK RTN 3 [ . 2 K28 1 8
Vin = Vou N\ —
L S 120R 0603 . * 4 [ )
& ¢
= ACPL-227
GND
RS232 signals
RS232Tx
@ l 14 11
T10UT T1IN —
13 12
/ ST232CD
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RFforward and reflection signal monitoring

MC34072DGL— 2
<lO REFLECTED RF
L3
=y
MC34072DG 6

@ FORWARD RF X

1 RF forward output (pin 11, analogue)

Signal proportional to the forward RF voltage.
1 RFreflected output (pin 10, analogue)

Signal proportional to the reflected RF voltage.

Overmoduiation

ki
OVER _MODULATION 5 ) 4
{15 1 —

ACPL-227

Active low output indicates overmodulation

Ground connection

5

haa

GND
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Table 23- Shutter and power feedback versions y U2 pin designations

1 RFfault Output 5124V @50mA
2 DC fault Output 5124V @50mA
3 y y y

4 y y y

S y y y

6 Interlock fault Output 5124V @50mA
7 Ground (0V) Ground y

8 Ground (0V) Ground y

9 Diode enabled Output 5124V @50mA
10 Flow fault Output 5124V @50mA
1 y y y

12 Modulation fault Output 5124V @50mA
13 NCinput Input 0T10Vv

14 y y y

15 Ground (0V) Ground y
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Diagnostic signals

ZXMS6004FF
< 1 I RF _FAULT _%_ o
50mA
2K7 0603
—ANANA—

v
GND ZXMSG6004FF

< 9 I DIODE_POINTER
50mA

\%

2K7 0603

——ANAN—
\'

GND ZXMS6004FF

< 2 I DC_FAULT
50mA

3

2K7 0603
—AAA—
v

GND ZXMS6004FF

FLOW_FAULT 2

J 2K7.0603

v
GND ZXMS6004FF

<12 I MODULATION FAULT_%_ o
50mA

K7.0603

3

v
GND ZXMS6004FF

@ INTERLOCK _FAULT _yé_ 2
50mA

K7.0603

v

GND
NC input
\,__NC INPUT
13)
100K 060 100K 0603
4072DG
6 -
22K 0603
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Ground connection

15

had

Minimum interface connections for laser output
Standard version

Enablethe external interlock by connecting U1, pin 13to ground.
EnableRF Enable by applying5124Vto U1, pin 6.

Applythe required modulation input (RS422)o U1, pins 4 &5.

Connect U1 pin 15to ground.

== =4 —a _a

RS42: TTL

UL 4
_I_I_I_I_<}

(N

©

N

MODULATION INPUT-

(o] °oToiioi’9Tcp\)E

3
MODULATION INPUT+
11 INTERLOCK
4 | — £ Ground
12 l — 5 2av
Ground

Figure 37- Standard version y minimum interface connections
Shutter and power feedback versions

Enablethe external interlock by connecting an interlock switch between U1, pins 19 and 20.
EnableRF Enable byconnecting 5124Vto U1, pin 12.

EnableShutter  Enable byapplyinga5124Vsignalto U1, pin 1.

EnableDiode Enable byapplyinga5t24Vsignalto U1, pin 21 (for lasers fitted with the optional diode
pointing laser).

Whenoperatingin external PWMmode, apply the required modulation signal (RS422)o U1, pins 13 & 14.
1 Whenoperatingin Internal Control mode, enable the Trigge r by connecting U1, pin 24 to ground.

= =4 =4 =4

=

Important!

TheTrigger signal must be switched to groundto enable laser operation but must not be
permanently connected to ground. If laser operation is interrupted, a transition in thérigger
signal must be received in order to restart the laser.
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1 When running in Internal Control mode, connect the RS232 Tx and Rx on U1, pins 18 & 22 to the remote terminal.
1  Connect U1, pin 25 to ground.

Note: The laser is shipped in PWM mode.

/C\ 1 SHUTTER ENABLE |
O—
0._1.4_
o—_
ot+—o—
o—t
O1T15—
o—
o o= RS232 Tx
° O] . EXTERNAL INTERLOCK
o e EXTERNAL INTERLOCK RTN |
.
o
'd
o ot+— RS23:
o+—5—
o—t—
o O PRODUCT TRIGGEF >
o RE_ENABLE
O—
N — |

Figure 38 - Shutter and power feedback versions y minimum interface connections

Open drain output usage

Open drain status outputs require a puHup resistor and voltage source (524V) to be connected to the monitored output.
When the signal becomes active, the output falls to OV.

The following diagram shows a typical connection.

T Inactive: 5124V
Active: OV

Figure39 - Typical operdrain output connection
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Control signal startup timing for shutter and power feedback versions

Thefollowing control signal timings must be respected when starting up shutter and power feedback versions.

EXTERNAL_INTERLOCK_RETURN

SHUTTER_ENABLE

RFENABLE

MODULATIONNPUT+ LALLALC g

P « e >

I B3 >

Figure 40 - Control signal startup timing

1 EXTERNAL_INTERLOCKeturn to K 10ms
SHUTTER_ENABLEetup time

t2 RF_ENABLBEo Modulation K 100ms
setup time

3 SHUTTER_ENABLE®B K200 ms

Modulation setup time

Thedual channel safety critical approach [EN:13849PerformanceLevelD] requiresthe systemto react to system
conditions as follows:

w Whenthe EXTERNAL_INTERLOCI disabled, SHUTTER_ENABLEnd RF_ENABLEmust also be
disabled by the machine controller.

w Whenrestartingthe systemwith EXTERNAL_INTERLOCKnabled, the control signal startup timing
sequence must be followed.

Status indicators
The operational status of the laser is displayed by status indicator lamps on the laser rear panel.

Standard version

t
Figure 41- Standard version status indicators
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DC DCPSU

INT Interlock
FLO Coolant flow
RF RF

MOD Modulation

If a standard laser experiences any error, the laser will restart automatically once the error has been rectified.

Shutter and power feedback versions

T

Figure 42- Laser with power feedback and shutter status indicators

DC DCPSU

INT Interlock

FLO Coolant flow

RF RF

MOD Modulation

OoP Operation mode
DIOD Diode laser
SHTR Shutter

If alaserwith power feedback and shutter experiencesDC, interlock, coolant flow or shutter fault errors,
laser output will terminate and the shutter will close. Once the error has been rectified, a
Shutter_Enable  signal must be reapplied in order to restart the laser.
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Appendix 1

Power feedback programming

Control modes
External Pulse Width Modulation (PWM) mode

External PWM mode controls laser output power using a signal from a modulation source supplied by tiger. The
mark-space ratio of the sighal waveform controls the output power, within the modulation limits of the laser.

Note: Thisis the default operatingmode. Thelaser is shipped with this mode activated.

Thekey control features of this mode are:

w RS232commands may be used to interrogate the laser (or change mode) but will not otherwise affect the
power output.

Thetriggerinput is not used in this mode.

Thetriggerdelay isnot available inthis mode.

TheRF Enable input must be high (5V)to activate the RFamplifier.

TheShutter  Enable signal must be highin order to activate the shutter.

g€ e e ¢g¢€

If an error condition occurs, for example, a low water flow, the laser will fall back to d@RF Disable
condition, disabling modulation input to the RFAmplifier and closing the shutter.

Certain errors can be reset by applying a rising edgesignalto the RF Enable input. Forexample, if the shutter
failed to open or failed to close.

Internal open loop mode

RFmodulation is controlled by varyingthe pulse-width or frequency using RS232commands. Power demand is also
set using an RS232 command.

Laserpower output is controlled by one of two parameter combinations:

w Varypowerdemand and frequency.

1 Vary power demand and pulse width.

Input parameters depend on the laser model.

The key control features of this mode are:

Thecontroller does not varythe modulation.

Thetriggerinput or a software command may be usedto start the laser.
TheRF Enable input must be high (5V)to activate the RFamplifier.
TheShutter  Enable signal must be highin order to activate the shutter.
If afault condition occurs, the laser stops operating and the shutter closes.
Errorscan be reset by sendingRS232commands Goto Standby , Goto Run, or Start  Laser .
Alternatively, the trigger input can be switched to low (0V).

250 AN NN NN NN NN

€ e & ek ¢k

200

o —— 250w - +/- 6.5W
=
< 150 — . - . 150W - +/- 3W
] 20W - +/- L5W
2 100
o

50

0

0 100 200 300 400 500 600
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Internal closed loop mode

Laser output power is controlled using the same input signals as internal open loop mode but with the addition of a
feedback signal from the power feedback module. The closed loop algorithm applies fine adjustments either pulse
width or frequency in order to stabilise laser output power at the demanded level.

Thekey control features of this mode are:

€ e g ¢ee¢ge¢g

Thecontroller automatically variesthe laser modulation to control the laser power.

Thetriggerinput or a serial command may be used to start the laser.

TheRF Enable input must be high (5V)to activate the RFamplifier.

TheShutter  Enable signal must be highin order to activate the shutter.

If afault condition occurs, the laser stops operating and the shutter closes.

Errorscan be resetby sendingRS232commands Goto Standby , Goto Run, or Start  Laser .
Alternatively, the trigger input can be switched to low (0V).

300
250
— 250W Demand - +/- 1.39W
- 200 — 150W Demand - +/- 0.95W
k=
g 150 100W Demand - +/- 1.07W
E 100 50W Demand - +/- 1.15W
n? — 20W Demand - +/- 1.36W
50
0 : - -
0 200 400 600 800
Time (secs)

Figure 44 - Typical closed loop mode performance

NC power control mode

Laseroutput power is changed by varyingthe voltage on the NC input, connector U2, pin 13. Thepower can be

controlled linearly from 20W up to the maximum selected in the current program. One volt will give 20W and the
maximum ten volts will give the maximum power defined by the user. During NC powantrol operation, the
minimum output power is 20W. If the control voltagefalls below one volt, or below the minimum power threshold,

the laser will switch off. In NC power control mode, Closed loop feedback is used to stabilise the selected power
level.

w

€ e g g€

Thecontroller variesthe modulation to control the power levelin responseto the NC demand input.
Thetriggerinput or a serial command may be used to start the laser.

TheRF Enable input must be high (5V)to activate the RFamplifier.

TheShutter  Enable signalmust be highin order to activate the shutter.

If afault condition occurs, the laser stops operating and the shutter closes.

Errorscan be reset by sendingRS232commands Goto Standby , Goto Run, or Start  Laser .
Alternatively, the trigger input can be switched to low (0V).
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300

250

— 10V NC = +/- 1.09W
200 7.5V NC = +/-1.93W
SV NC = +/- 1.87W

Power (W)

150
—— 2.5V NC = +-1.7W
100 1.6V NC = +/- 1.36W
50
O T L] T Li T
0 100 200 300 400 500 600
Time (secs)

Figure 45- Typical NC mode performance

Overview of controllers
OEM-supplies controller

For fully integrated machines, the machine controller also controls and monitors the laser directly. For full interfacing dts
see Section 8.

RS232 controller (shutter version and power feedback version only)

The machine controller provides serial interface commands using the RS232 protocol. For full details of serial interface
commands, refer to the Luxinar serial interface specification (part number 906€109-00).

OEM-supplied controller with Luxinar TTL converter

In order tominimise the effect of RF interference in the control circuitry, it is required that control connections to the laser are
made using the RS422 protocol provided by a Luxinar TTL converter unit. This unit converts 5V TTL signal levels to RS422
levels.

If the user is unable to generate RS422 signals directly, the Luxinar TTL converter will generate the appropriate RS422Isigna
from a TTL source.

Luxinar industrial controller

The industrial controller is a standalone programmable controller that can operate the laser in any of the operating modes.
The controller also has additional safety interlock features and programmable pulse output options, including:

1 Continuous
Continuous operation at a set pulse period (PP) and pulse width (PW).
ToneBurst
Laser output is switched on and off at set intervals in a repetitive sequence.
StepBurst
Three ToneBurst pulse groups are executed sequentially.
 Perforate
A number ofpulses with pre-defined pulse width are executed at intervals triggered by a machine tacho signal.
1 Scribe
Groups of pulses with predefined pulses are executed at intervals triggered by a machine tacho signal.
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Appendix 2

Acoustic zones

Under certain pulsing regimes, acoustic resonances are set up in the laser which perturb the beam pointing characteristics.
To ensure stable beam pointing, avoid operating the laser within the grey shaded areas in the graphs.
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SR 10e, 15i, 15x
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SR 15e, 25i, 25x
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Appendix 3

Dimensional drawings

SR 08s, 10i, 10xy Standard version
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SR10iy Power feedback version
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SR 10e, 15i, 15s, 15% Shutter version
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SR 15e, 25i, 25% Standard version
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SR 25iy Power feedback version
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Appendix 4

Alternative wavelength specifications

The standard operating wavelength for Luxinar CO2 lasers is 10.6um. The SR series can be supplied in a range of alternative
operating wavelengths. If an alternative wavelength is required, this must be specified at the time of ordering.

SRO08s
Wavelengthrange 10.6, 10.17710.7um 10.17T110.33um 9.279.35um
Predominantly10.45T
10.7pm
Output power
Powerrangel®) 57 80W 5T 72W 5T 60W
Typicalpower stability (longterm) +4.5% +4.5% +5%
Guaranteedpower stability (longterm) +7% 7% +8%
Peakpower(® 110W 95w 80W
Minimum shipment power(3) 96W 86W 72W
Pulsedmode and beam
Energy 3150mJ 27145mJ 2135mJ
Beam diameter @(1/e?) 6.0 £0.5mm 6.0 £0.5mm 6.0 £0.5mm
SR 10e
Wavelengthrange 9.279.35um

Output power

Powerrange® 5T1115W
Typicalpower stability (longterm) +3%
Guaranteedpower stability (longterm) + 6%
Peakpower® 330W
Minimum shipment power(®) 138W

Pulsedmode and beam

Energy 6T1110mJ

Beam diameter @(1/e?) 6.0 £0.5mm

Meanpower at maximum duty cycle
Dependingon frequency
400ps pulse width at maximum duty
Meanpower at maximum duty cycle
Dependingon frequency
400ps pulse width at maximum duty

ouprLONE
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Wavelengthrange 10.6,10.17T1 10.45710.7pm 10177 9.279.35um
10.7um 10.33um

Predominantly

10.457

10.7um
Output power
Powerrangel”) 51 125W 571125W 51110W 5195W
Typicalpower stability (longterm) +4.5% +4.5% +4.5% +5%
Guaranteedpower stability (long +7% +7% +7% +8%
term)
Peakpower(® 315w 315w 275W 240W
Minimum shipment power(® 150w 150W 132w 114W
Pulsedmode and beam
Energy 571100mJ 51100mJ 5190mJ 4T175mJ
Beam diameter @(1/e?) 6.0 £0.5mm 6.0 £0.5mm 6.0 £0.5mm 6.0 £0.5mm

Wavelengthrange 9.279.35um
Output power

Powerrange(0) 5T 105W
Typicalpower stability (longterm) +5%
Guaranteedpower stability (longterm) +8%
Peakpower(11) 235W
Minimum shipment power(1?) 126W
Pulsedmode and beam

Energy 4170mJ
Beam diameter @(1/e?) 6.0 £0.5mm
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Wavelengthrange 9.279.35um
Output power

Powerrange(3) 10T 160W
Typicalpower stability (longterm) + 3%
Guaranteedpower stability (longterm) + 6%
Peak power(14) 460W
Minimum shipment power(15) 192w
Pulsed mode and beam

Energy 8¢ 155mJ

7. Meanpower at maximum duty cycle
8. Dependingon frequency

9. 400pspulse width at maximum duty
10. Meanpower at maximum duty cycle
11. Dependingon frequency

12.400ps pulse width at maximum duty
13.Meanpower at maximum duty cycle

Wavelengtirange 10.6, 10.14 10.7um  10.17¢ 10.33pm 9.2¢9.35um

Predominantlyl0.45¢

10.7pm

Outputpower
Powerrangé6) 10¢ 175W 10¢ 155W 5¢ 130W
Typicalpower stability (longterm) +3% +3% +3%
Guaranteedpower stability (longterm) +6% +6% +6%
Peakpower1?) 440W 390W 330W
Minimum shipmentpower(18) 210W 186W 156W
Pulsednodeandbeam
Energy 7¢140mJ 7¢125mJ 6¢105mJ
Beam diameter @1/e?) 6.8 £0.5mm 6.8 £0.5mm 6.0 £0.5mm
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Wavelengthrange 10.6, 10.17710.7um 10.17T110.33um 9.279.35um
Predominantly10.45T
10.7um
Output power
Powerrange(lg) 10T 160W 571144W 5T1120W
Typicalpower stability (longterm) +3% +3% +3%
Guaranteedpower stability (longterm) +6% +6% +6%
Peakpower(zo) 215w 195W 160W
Minimum shipment power(21) 192w 173W 144W
Pulsed mode and beam
Energy 5195mJ 5190mJ 4170mJ
Beam diameter @(1/e?) 6.8 £0.5mm 6.8 £0.5mm 6.0 £0.5mm
14.Dependingon frequency
15.400us pulse width at maximum duty
16.Meanpower at maximum duty cycle
17.Dependingon frequency
18.400us pulse width at maximum duty
19.Meanpower at maximum duty cycle
20.Dependingon frequency
21.400uspulse width at maximum duty
Wavelengtirange 10.6, 10.14 10.7um  10.17¢ 10.33pm 9.2¢ 9.35um
Predominantlyl0.45¢
10.7pm
Outputpower
Powerrangé25) 15¢ 250W 10¢ 225W 10¢ 185W
Typicapower stability (longterm) +3% +3% +4%
Guaranteedpower stability (longterm) +6% +6% +6%
Peakpower(26) 630W 565W 465W
Minimum shipmentpower2?) 300w 270W 222W
Pulsednodeandbeam
Energy 10¢ 200mJ 9¢ 180mJ 8¢ 150mJ
Beam diameter @1/e?) 6.5 +0.5mm 6.5 +0.5mm 6.3 £0.5mm
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SR 25x

Wavelengttrange 9.2¢ 9.35um
Outputpower

Powerrangéd?28) 10¢ 210W
Typicabower stability (longterm) +4%
Guaranteedpower stability (longterm) +6%
Peakpower29 465W
Minimum shipmentpower30) 252W
Pulsednodeandbeam

Energy 8¢ 145mJ
Beam diameter @1/e?) 6.3 £0.5mm

906-0236-00 Rev12

© 2026

22.Meanpower at maximum duty cycle
23.Dependingon frequency
24.400ps pulse width at maximum duty
25.Meanpower at maximum duty cycle
26.Dependingon frequency
27.400pspulse width at maximum duty
28.Meanpower at maximum duty cycle
29.Dependingon frequency
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Coolant requirements and additives
The following requirements concerning water quality and permitted additives must be complied with.

Coolant quality
Table 24- Coolant quality

Coolant type De-mineralised, deionised or distilled water with
corrosion inhibitor & anti-bacterial treatment

Conductivity <1000uS/cm

Totalhardness <10ppm

pH value 718.5

Bacterialevel <1000cfu/ml

The pH value, conductivity and dissolved solids levels can be measured with a portable meter and the bacteria level can be
checked with a test kit. For more information contact your local Luxinar Aftersales office.

Suspended particle removal

To remove particulate contamination, an inline filter with a pore size of 100um must be fitted as close as possible to the laser
coolant inlet. The filter should be regularly checked for blockages and cleaned or replaced where necessary. This is
particularly important after bacterial growth has been detected and antbacterial treatment applied.

Corrosion and antibacterial inhibitor

To prevent bacterial formation and corrosion of the cooling water circuit, Luxinar has tested and approved a specialist water
treatment kit which is manufactured by NALCO.

Three water treatment kits are available, dependant on the total volume of the cooling water circuit to be used

501199L Order No.: 486WTkYM20.88
2001350L Order No.: 486WTkYM60.88
3511500L Order No.: 486WTKkYM100.88

Orderwater treatment kits directly from NALCOat:

Nalco Deutschland GmbH,

SolmstralRe41

60486Frankfurtam Main Germany

Tel.: +49 69 7934

Customer servicetel.: +497141703216 Email:
custserv.germany@nalco.com
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NALCO are equipped to ship kits worldwide.

1  Expiration period
Two years

1 Storage temperature
0T25°C

1 Disposal of used material
Ensure that the disposal of all the materials used in this product is conducted according to all local and national
regulations.

1 Instructions for use
Completely empty both inhibitor bottles which are included with the NALCO kit into the cooling water reservoir tank. After
mixing the NALCO chemicals with the cooling water, the pH value should be between 6.5 and 9.0.

A WARNINGA

Riskof injury to eyes

Useappropriateeyeprotectionwhenhandlingchemicalaisedin the NALCQvater treatment
kit.

0 NALCO 73199 is a multmetal corrosion inhibitor to ensure effective protection against corrosion of stainless
steel, copper and copper alloys and it also works as a bacteriostatic and hardness stabiliser.

i NALCO 7330 is a biocide which removes bacteria and organic contamination (algae and slime) from the water
circuit.

NALCO RS200 and 7330 are completely compatible with glycol. The glycol should be without any inhibitor (concentration
30135% glycol in demineralised water).

The use of inhibitors, biocides, other substances or hardness stabilisers other than the specialist NALCO kit may cause
premature failure of the laser. It is the user's responsibility to ensure that the specification of any alternative additiie
equivalent to that of the NALCO additive.

1 Cooling system maintenance
After six months of operation, drain off the coolant and refill with fresh water treated with the appropriate
NALCO kit or equivalent antbacterial product, as specified inTable 24.
Ensure that the disposal of all the materials used in this product is conducted according to all local and national
regulations.
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Appendix 6

Cooling system pressure drop curves
SR 08s,10i, 10xy Standard version

==
o o

T 14
L=
a 12 /
2 1
[=]
s 0.8 /
2 06
]
& 0.4 /
0.2 —
0 T T 1
0 2 4 b 10
Flow (litres/min)
SR 10iy Shutter and power feedback versions
25
E 2 /
g 15
[=]
g
3
g 0.5
a /
O T T T T 1
0 1 2 3 4 5 7 8
Flow (litres/min)
SR 10e, 15i, 15s, 15% Standard version
1.8
1.6
E 14 /
— 1.2
& 1 /
a
v 08
2 06
S 04
& 0.
0.2 - /
D T T 1
0 2 4 6 10

906-0236-00 Rev12
© 2026

Flow (litres/min)

Luxinar Ltd, Meadow Road, Bridgehead Business Park, Kingston Upon Hull, HU13 0DG, UK

Tel: +44 (0)1482 650088, Registered in England: 3477444

www.luxinar.com

Page75of 126



LUXINAR

Industrial lasers that last

SR 15iy Shutter and power feedback versions
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SR 10i DC and DC 3kW power supply
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SR 25i DC power supply (0160035-00)

Pressure drop (Bar)
1.2

0.8
0.6

0.4

Pressure Drop (Bar)

0.2

0 2 4 6 8 10 12

Flow (litres/min)
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Appendix 7

TTL to RS422 converter

The optional TTL converter changes the voltage levels from the OEM machine to the required levels for correct operationef th
SR system.

Figure 46- TTL to RS422 converter unit

Mounting
Mount the converter unit securely within the OEM machine by means of the four mounting holes on the base.

_ff D “

O © O ol

35.00

44.70
63.80

(7
N

114.60

h 4

v

127.00

139.70

Y

Figure 47- TTL to RS422 converter mounting holes
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Configuration

The TTL to RS422 converter contains a switch for internal or exterfdF Enable signal. If the switch is set to the EXT
position, the user must provide anRF Enable signal on pin 6 (0910104-XX).

1 RF Enable switch location
Figure 48- RF Enable switch location

Diagnostic LED operation

| G
o

1 Diagnostic LEDlocations

Figure 49 - Diagnostic LEDlocation
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Table 25- Status indicator diagnostics y all lasers

RFEN RFEnablesignal present @
5v TTLboxis powered®
MOD Modulation signal present(®)

RF ENABLE switch

TheTTLbox contains a switch to enable or disable the required

RF Enable signal

The cables supplied with the converter are dependant on the laser configuration.

Standard version

1
1

Cable, part number 0930013-XXXXconnecting the Ullaser interface connector to the TTLunit.
Cable, part number 091-0104-XX,connecting the OEMmachine to the TTLunit.

906-0236-00 Rev12

© 2026

(] 2]

‘ \L\ l——
°

0930013 XXX3 TTLconverter 091-0104-XXX>
Table 26- TTL unit cable (A)
1 VSWHRstatus - Red RS422output See8.1 See8.1
2 VSWRstatus + Blue RS422output See8.1 See8.1
3 Overmodulation Green Output See8.1 See8.1
4 Lasermodulation Yellow PWMinput 5V 5124V
5 Voltage supply+ White Supply input+ 5V 5124V
6 RF Enable Black Input 5V 5124V
7 RF Forward Power Brown Output See8.1 See8.1
8 RF Reflected Power Violet Output See8.1 See8.1
9 RF Fault Orange Output See8.1 See8.1
10 DC Fault Pink Output See8.1 See8.1
11 Flow Fault Turquoise Output See8.1 See8.1
12 Laser Ready Grey Output See8.1 See8.1
13 Interlock (returnto Red/blue Input See8.1 See8.1
ground)
14 Not connected Green/red
15 Voltage supply(rtn) Yellow/red Supply input(rtn) OV ov

Tel: +44 (0)1482 650088, Registered in England: 3477444
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Shutter and power feedback version

q Cable, part number 0930098-XXXX, a *¢able connecting the U1 laser interface to the TTL unit with a 4&n D-
connector connecting the OEM machine directly to the U1 laser interface. A mating@nnector is supplied in order to
make

T Cable, part number 0920104-XX, connecting the OEM machine to the TTL unit.

3.Must be present for correct laseperation

TTLconverter
" B
© ® ;;7<| J W —
* 1c] 9
0930098 XXX> C 091-0104-XXX>

Table 27- TTL unit cable (B)

1 VSWRstatus - Red RS4220utput See8.2 See8.2
2 VSWRstatus + Blue RS4220utput See8.2 See8.2
3 Overmodulation Green Output See8.2 See8.2
4 Lasermodulation Yellow PWMinput 5V 5124V
5 Voltage supply+ White Supply input+ 5V 5124V
6 RF Enable Black Input 5V 5124V
7 RF Forward Power Brown Output See8.2 See8.2
8 RF Reflected  Power Violet Output See8.2 See8.2
9 Signalground (0V) Orange Output See8.2 See8.2
10 Signalground (0V) Pink Output See8.2 See8.2
11 Signalground (0V) Turquoise Output See8.2 See8.2
12 Signalground (0V) Grey Output See8.2 See8.2
13 Signalground (0V) Red/blue Ouput See8.2 See8.2
14 Signalground (0V) Green/red Ouput See8.2 See8.2
15 Voltage supply(rtn) Yellow/red Supply input(rtn) OV ov
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Table 28- Y-cable U1 laser interface to 15 -pin D-connector (C)

1 Shutter  Enable Input

2 Userindicator Output
3 Shutter open Output
4 Ground y

5 Shutter closed 1 Output
6 DCvoltage OK Output
7 Shutter closed 2 Output
8 Product trigger Input

9 Externalinterlock Interlock
10 Externalinterlock return Interlock
11 Ground Output
12 Screen Output
13 RS232TX Output
14 RS232RX Input

15 Diode enable Input

906-0236-00 Rev12
© 2026

Luxinar Ltd, Meadow Road, Bridgehead Business Park, Kingston Upon Hull, HU13 0DG, UK
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Appendix 8

DC power supply option
Note: This equipment is designed for overvoltage category Il as defined within EN 61a12010+A1:2019

DC 3kW singlephase DC power supply

General description

N6 1WJW? 9 WOt i WRY We WOOAWNDwIWI ¢ HE WaVYeUqe AGUAW? 9 WO 1 WGYs Il W 2 GGa! 1O

13
AN

Figure 50- DC 3kW single-phase DC power supply

Specification
Table 29- Dimensions, weight and cooling
Dimensiongmm)LxWxH 483x286x132 (3U radieight)
Weight 11kg
Coolanttype Deionisedvaterwith anti-bacterialadditive
Coolantpipe 10mmOD
Coolant flowrate Referto page 18
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ES T nl

1 Clearance for cabling and coolant pipes
Figure 51- Overall dimensions

Table 30- Electrical specifications

Input voltagerange 230VAQ 10%(single/biphase)
Mainsinput frequencyrange 50¢60Hz
Mainsinput fuserating 20A
ACinrushcurrent(max.) 60A
Output voltage(DC) 50V
Output current(max.) 62.5A
Powerfactor >0.90at full power
Powerconsumption(max.) 3kWat pulsedfull power
Earthleakagecurrent <4mA

Important!

Anexternal disconnect device must be fitted at the time of installation, and must be
accessible without needing to use a tool. This must be suitably located and easily
reached and must be marked as the disconnecting device for the power supply.

Installation

Mechanical Installation
Using suitable fixings, mount the power supply within the OEM machine racking using the four mounting holes shown in the
following figure.

466.3

e > e
fa WX
o PSU ENABLE
oS o De
QB © FANS
© TEMPERATURE
© HUMIDITY
LUXINAR
@ BE BW ®

Figure 527 Fixing locations
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Mains AC power connections

Important!

Under certain conditions, it may be possible for high voltage and current cables to

emit noise energy levels that may interfere with control signal cables. To eliminatg

the possibility of interference,cables carrying control signals should be routed
alongadifferent path to power cables.

The power supply is provided with a mains supply cable. If this cable needs to be replaced with a longer cable, ensure the
replacement cable is of the correct rating for the power supply.

Note: TheL1l and L2 terminals are internally fused by 16A R fuses.

A DANGEIA

Riskof electricshockor severedamageto the equipment

Ensurehat the equipmentis disconnectedrom the mainssupplybefore makingthis
connection.

Toreplace the cable:

1. Removethe access panel onthe rear of the power supply by unfastening thefour fixing screws.
svDe | ©
(W]
O + - LUXINAR O
OQ
TR <]
O - O
=
(@)
1 ACmainsinput
2 Coolantinlet
3 Coolant outlet
4  DCoutput to laser
Figure 53 - AC mains connection point
906-0236-00 Rev12 Luxinar Ltd, Meadow Road, Bridgehead Business Park, Kingston Upon Hull, HU13 ODG, UK  Page86 of 126

© 2026 Tel: +44 (0)1482 650088, Registered in England: 3477444 www.luxinar.com



LUXINAR

Industrial lasers that last

2. Removethe supplied cable from the connector. and replace it with the alternative cable in either
single or biphase configuration.

i Single phase configuration
Connect the phaseto the L1 terminal and neutral to the Nterminal. Do not use the L2 terminal.

Single Phase connection
200-240Vac

- 1@
L2 (X) DO NOT CONNECT
N L©

1 Bi-phase connection
Connect phase 1to the L1 terminal and phase 2 to the L2 terminal. Do not use the Nterminal.

Bi-Phase connection

200-240Vac i s
<

-u@ ) p
2@ ®N —

— N (X) DO NOT CONNECT <
L@ L2 b

Important!
Ensurethat the earth connection is well-made in both cases.

DC laser supply cables

DC power cables must be securely fitted to the connectors provided on the rear of the power supply and on the laser system.

2

ovDC .
——
+50VDC TO LASER (RBU!

Figure 54- DC cable connections

DC power cables of the correct specification can be supplied by Luxinar.
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Cooling system connections

The power supply requires a liquid cooling source. It is recommended that it is connected in series with the laser system king
circuit. The coolant connections are located on the rear of the power supply. Semge 36

®voe | ©
+_
() @)
(||
— * b —
(&) C

Figure 55- Coolant connectors

Thecoolant inlet and outlet connectors are labelled as shown below.

CoolantIN

Coolant OUT
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Operation

The power supply has no user controls. When powered up, it will automatically carry out diagnostic checks. If no faults are
detected, the status indicators on the front panel all display green and the DC output is enabled. 50VDC will be present.

If faults are detected, one or more status indicators will be off or displaying red/amber. For a status indicator explanatiarefer
to the following table.

O NoACvoltage
AC @ Ac input oK
. ACvoltageout of range

O psutisabled

PSLWENABLED
O PSlenabled

O DC module off
DC @ bC module OK
. DCmodulefault

FANS O Internal fans off

O Internal fans OK
. Internalfansfault

O TemperatureOK
TEMPERATURE

. Temperaturetoo high

O Humiditysensomot fitted
HUMIDITY @ Humidity oK

O Humiditytoo high

SR 08s/ SR 10i DC power supply (0@&08-00)

General description

N6 DIWEALWMY ! Wo WNMRLWRY We WO O A Wibdled hidwer @ubplyd (FSUY qp ¢ AG I W 9 Wa Y W? 9 Wi Rhue R

Figure 56- SR 08s / 10i power supply
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Specification
Table 31- Dimensions, weight and cooling
Dimensions (mm) LxWxH 317x483x132 (3U rackeight)
Weight 11kg
Coolant type Demineralised, deionised or distilled water with
corrosion inhibitor & anti-bacterial additive
Coolant pipe 10mm OD
Coolant flow rate Referto page 18
.// B [ ] .
466.3
483.0
i f L] ®
o ®
L ] L ]
T T
Allow100mm
clebetrance for
cable & water
pines
Figure 57- Overall dimensions
Table 32- Electrical specifications
Input voltagerange 230VACHt 10%(single/bi-phase)
Mainsinput frequency range 50T60Hz
Mainsinput fuse rating 16A
ACinrush current (max.) 60A
Output voltage (DC) 50V 1V
Output current (max.) 48A
Powerfactor >0.95at full power
Powerconsumption (max.) 2.4kWat pulsed full power
Earthleakagecurrent <2mA

Important!

Anexternal disconnect device must be fitted at the time of installation, and must be
accessible without needing to use a tool. This must be suitably located and easily
reached and must be marked as the disconnecting device for the power supply.
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Installation
Mechanical installation

Using suitable fixings, mount the power supply within the OEM machine racking using the four mounting holes shown in the
following figure.

132.0
57.0

0
000000

§§§x§5
67

® @ DC8R10 @

466.3
483.0

Figure 58- Fixing locations

Mains AC power connections

Important!

Under certain conditions, it may be possible for high voltage and current cables to

emit noise energy levels that may interfere with control signal cables. To eliminate

the possibility of interference,cables carrying control signals should be routed
along a different path to power cables.

The power supply is provided with a mains supply cable. If this cable needs to be replaced with a longer cable, ensure the
replacement cable is of the correct rating for the power supply.

Note: TheL1 and L2 terminals are internally fused by 16A UR fuses.

ADANGER&

Risk of electric shock or severe damage to the equipment

Ensurethat the equipment is disconnected from the mains supply before making this
connection.

To replace the cable:

1. Remove the access panel on the rear of the power supply by unfastening the four fixing screws.

Figure 59- AC power connection point
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2. Remove the supplied cable from the connector and replace it with the longer cable in either single orffiase
configuration.

Important!

Anearth connection is essential. Ensurethat the earth wire is connected
before connecting the mains supply.

1 Single phase configuration

Connect the phase to theL 1 terminal and neutral to theNterminal. Do not use thelL.2
terminal.

¥

1 Bi-phase connection

Connect phase 1 to thel 1 terminal and phase 2 to thel.2 terminal. Do not use theN
terminal.

L1

ue
2

N @

DC laser supply cables

DC power cables must be securely fitted to the connectors provided on the rear of the power supply and on the laser system.
DC power cables of the correct specification can be supplied by Luxinar.

o ()
(@) (@]
Tolasersystem
Figure 60- DC cable connections
Terminal 1 + 50VDC
Terminal 2 -0vDC

DC power cables of the correct specification can be supplied by Luxinar.
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Cooling system connections

The power supply requires a liquid cooling source. It is recommended that it is connected in series with the laser system king
circuit. The coolant connections are located on the rear of the power supply. Semge 36

Q| |

22 ‘@ e |
|

o | |

- M -,i
L & e.] |

OUT (to laser)

Figure 61- Coolant connectors

The coolant inlet and outlet connectors are labelled as shown in the following table.

Coolant IN E_

Coolant OUT 4_: E_,

s B aans

Operation

The power supply has no user controls. When powered up, it will automatically carry out diagnostic checks. If no faults are
detected, the status indicators on the front panel all display green and the DC output is enabled. 50VDC will be present.

If faults are detected, one or more status indicators will be off or displaying red/amber. For a status indicator explanation
refer to the following table

O NoACvoltage
AC © Ac input oK
. ACvoltageout of range

O psutisabled

PSLENABLED
O PSlenabled

O DC module off
bDC @ bc module oK
. DCmodulefault

FANS O Internal fans off

O Internal fans OK
. Internalfansfault

O TemperatureOK
TEMPERATURE

. Temperaturetoo high

O Humiditysensomot fitted
HUMIDITY O Humidity OK

O Humiditytoo high
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SR 15s/ SR 15i DC power supply (0@&80-00)
General description

The SR 15s/ SR 15i DC PSU is a fetanding AC to DC liquidcooled power supply (PSU).

Figure 62- SR 15s / SR 15i power supply

Specification

AWARNINGA

Heavy equipment y risk of severe lumbar injury

Theweight of the DC power supply exceedsthe single person lift limit of 18kg,as specified
in EN 610101:2010+A1:2019. Ensure a minimum of two people lift the power supply or
that suitable lifting equipment is employed.

Table 33- Dimensions, weight and cooling

Dimensions (mm) LXWxH 450x371x176

Weight 22kg

Coolant type Demineralised, deionised or distilled water with
corrosion inhibitor & anti-bacterial additive

Coolant pipe 10mm OD

Coolant flow rate Referto page 18
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HOSES, "D" CONNECTORS ETC. |
Figure 63- Overall dimensions
Table 34- Electrical specifications
Input voltagerange 230VACHt 10%(single/bi-phase)
Mainsinput frequency range 50160Hz
Mainsinput fuse rating 30A
ACinrush current (max.) 120A
Output voltage (DC) 50 +1V
Output current (max.) 96A
Powerfactor >0.95at full power
Powerconsumption (max.) 4.8kW at pulsed full power
Earthleakagecurrent <4mA
Important!

Anexternal disconnect device must be fitted at the time of installation, and must be
accessible without needing to use a tool. This must be suitably located and easily
reached and must be marked as the disconnecting device for the power supply.

Installation
Mechanical installation

Using suitable fixings, mount the power supply within the OEM machine using any of the 16 mounting holes in the base, as
shown in the following figure.

B0

[P Ty T e ey

2]

e
1100

Figure 64- Fixing locations
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Mains AC power connections

Important!

Under certain conditions, it may be possible for high voltage and current cables to
emit noise energy levels that may interfere with control signal cables. To eliminatg
the possibility of interference,cables carryingcontrol signals should be routed
alongadifferent path to power cables.

Thepower supply is provided with a4mm2 mains supply cable. If this cable needsto be replaced with a longer cable, ensure the
replacement cable is of the correct rating for the power supply.

Note: TheL1 and L2 terminals are internally fused by 30A38x10mmURfuses. Thefuses are accessible after
removing the cover plate.

Thereis a T1A 20x5mnfuse for theinternal fan in a fuse holder onthe front panel.

ADANGER&

Risk of electric shock or severe damage to the equipment

Ensurethat the equipment is disconnected from the mains supply before makingthis
connection.

To replace the cable:

1. Remove the access panel on the rear of the power supply.

Figure 65- AC mains supply connection point

2. Remove the supplied cable from the connector. and replace it with the alternative cable in either single orbhase
configuration.

Important!

Anearth connection is essential. Ensurethat the earth wire is connected before
connecting the mains supply.

1 Single phase configuration

Connect the phase to theL 1 terminal and neutral to theNterminal. Do not use thelL.2
terminal.

7~ Single phase connectior
1 230V 4 10%
L2 ®00 NOT CONNECT [y Q—
N &

E @

-
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1 Bi-phase connection

Connect phase 1 to thelL.1 terminal and phase 2 to thel.2 terminal. Do not use theN

terminal.
Bi-phase connection
1 @ 230V £ 10%
.
L2 \}_/) 11—
3
N @ DO NOT CONNECT TR
3
E @ 2
@ [P pu—

DC laser supply cables

DC power cables must be securely fitted to the connectors provided on the rear of the power supply and on the laser system.

=i P [

E% ‘:-ﬂz I n

‘ = =

[ . - : . ]

Figure 66- DC cable connection
DC power cables of the correct specification can be supplied by Luxinar.
Cooling system connections

The power supply requires a liquid cooling source. It is recommended that it is connected in series with the laser system ling
circuit. The coolant connections are located on the front panel. Sepage 36

The coolant inlet and outlet connectors are labelled as shown in the following figure.

o000 = ClYD
@

’}

v
IN OUT(to laser)
Figure 67- Coolant connections

The coolant inlet and outlet connectors are labelled as shown in the following table.

Coolant IN
Coolant OUT
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Operation

The power supply requires a user input to enable it. When powered up, it will automatically carry out diagnostic checks. d¢f n
faults are detected, the DC output is enabled. 50VDC will be present.

User controls and features are located at the top right corner of the front panel as shown below:

: e =
0000 =0 DD
== fzsa q [s=] (=]
ofo ® - @®
| olo
;_EQ—Q
© © © © (O] |

Fuseholder

Slide switch

Control connector (9-pin D-connector)
Laserconnector (25-pin D-connector)
LEDstatus indicators

a b WON PP

Figure 68- Interface connectors and controls
Fuse holder [1]

This contains a 20mm, 2A fuse connected to the 50VDC output. Its function is to protect the internal control
electronics in the event of a fault.

Slide switch [2]

The front panel slide switch must be in the lefhand position, as indicated by the arrow, to allow remote enabling on
the Laser connector (4).

Control connector (9 -pin D-connector) [3]
This connector is not used.
Laser connector (25-pin D-connector) [4]

The DC enable circuit is present on this connector. Link pins 12 and 13 using vbke contacts, such as a relay, to
enable the power supply.

1 Pini2
12VDC @ 2mA supply. Link to pin 13 to enable the power supply.
1 Pin13

DC enable return signal. Link to pin 12 to enable the power supply.
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LED status indicators [5]
There are four status indicators to aid troubleshooting. Refer to sectiobelow for details.
Troubleshooting

In normal operation, indicators 1,2 and 4 are on. If faults are detected, one or more of these indicators will be off andigator
3 will display red.

1 O Poweredup in standbymode

2 @ sovoutput ok

O Nofault

. ContinuousTemperatureault (module,coolantor
dump circuit)

3 @ 1 flash:Fanfault
. 2 flashesinternalPSUmodulefault

. 4 flashes: ACmainssupplyfault (ACvoltagebelow
180V or above 263V)

O Powersupplyoutput isenabled 50VDGwill be
present.
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SR 25i singlephase DC power supply (008595-00)

General description

The SR 25i singlphase power supply is a freestanding AC to DC liquid cooled power supply. (PSU)

Figure 69- SR 25i singlephase DC power supply

Specification

AWARNINGA

Heavy equipment y risk of severe lumbar injury

Theweight of the DC power supply exceedsthe single personlift limit of 18kg,as specified
in EN 610101:2010+A1:2019. Ensure a minimum of two people lift the power supply or
that suitable lifting equipment is employed.

Table 35- Dimensions, weight and cooling

Dimensions (mm) LXWxH 511x371x176

Weight 23kg

Coolant type Deionisedwater with anti-bacterial additive
Coolant pipe 10mm OD

Coolant flow rate

Referto page 18

la 511

371

F :

176
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Figure 70- Overall dimensions
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Table 36- Electrical specifications

Input voltagerange

230VAQG: 10%(single/biphase)

Mainsinput frequencyrange 50¢60Hz
Mainsinput fuserating 40A
ACinrushcurrent(max.) 120A

Output voltage(DC) 50 £1V
Outputcurrent 120A
Powerfactor >0.95at full power

Powerconsumption(max.)

6kW at pulsedfull power

Earthleakagecurrent

<4dmA

Important!

Anexternal disconnect device must be fitted at the time of installation, and must be
accessible without needing to use a tool. This must be suitably located and easily
reached and must be marked as the disconnecting device for the power supply.

Installation

Mechanical installation

Using M8 screws, mount the power supply within the OEM machine racking by means of the four mounting holes shown in the

following figure.

4 OFF MOUNTING POINTS

TAPPED M8 x 1.25

e 9

268
®

@0

- o
318

460

27

Figure 71- Fixing locations
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Mains AC power connections

Important!

Under certain conditions, it may be possible for high voltage and current cables to

emit noise energy levels that may interfere with control signal cables. To eliminatg

the possibility of interference,cables carryingcontrol signals should be routed
alongadifferent path to power cables.

The power supply is provided with a 6mm?2 mains supply cable. If this cable needs to be replaced with a longer cable, enstie t
replacement cable is of the correct rating for the power supply.

ADANGERA

Risk of electric shock or severe damage to the equipment

Ensurethat the equipment is disconnected from the mains supply before makingthis
connection.

To replace the cable:

1. Remove the access panel on the rear of the power supply by removing the seven screws.

Figure 72- AC mains power connection point

2. Remove the supplied cable from the connector and replace it with the alternative cable in either singfghase or bt
phase configuration.

Important!

An earth connection is essential. Ensure that the earth wire is connected before
connecting the mains supply. Forimproved EMCperformance, Luxinar
recommends using a screened cable and terminating the cable screen to the gland.

1 Single-phase configuration

Connect the phase to the L1 terminal and the neutral to the N terminal. Do not use the L2

terminal.
I
N @
® DO NOT CONNECT
E @ \! N
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1 Bi-phase configuration

Connect the phase to thelL.1 terminal and phase 2 to thel.2 terminal. Do not use theN

terminal.
L1 @ 11
2 Q©
(%) po NoT connect ®n
E @ 2

AC mains protection device locations

Remove the access panel on the side of the power supply to reveal the AC mains protection devices.
The Miniature Circuit Breaker (MCB) is a 40A tyjie device. For correct operation, the reset lever should be in the up position
with red visible in the MCB window.

&)

@

1 Mainsfusesforinternal electronics circuits: 1A
2 ACmains input MCB:40Atype-B
Figure 73- AC mains protection devices
DC laser supply cables

DC power cables must be securely fitted to the connectors provided on the rear of the power supply and on the laser system.

Tolaser rystem

[ ] @ @

Figure 74- DC cable connection

DC power cables of the correct specification can be supplied by Luxinar.
DC fuse location

The internal control circuits are powered from the 50VDC output and are protected by a 20mm, 2A fuse located in a fuse
holder on the front panel.
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Cooling system connections

The power supply requires a liquid cooling source. It is recommended that it is connected in series with the laser system king
circuit. The coolant connections are located on the front panel. Sepage 36

( 0 0;0290 m
@

®

i ©

ouTt IN
(to laser)

Figure 75- Coolant connections

The coolant inlet and outlet connectors are labelled as shown in the following table.

Coolant IN
Coolant OUT

Operation

The power supply requires a user input to enable it. When powered up, it will automatically carry out diagnostic checks. &f n
faults are detected, then the DC power supply is ready for use. 50VDC will be present.

User controls and features are located at the top right corner of the front panel as shown below:

| @ I
® @® @® ®

Fuseholder
Laserconnector (15-pin D-connector)
3 LEDstatus indicators

Figure 76- Interface connector and controls
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Fuse holder [1]

This contains a 20mm, 2A fuse connected to the 50VDC output. Its function is to protect the internal control
electronics in the event of a fault.

Control connector (15 -pin D-connector) [2]

The DC enable circuit is present on this connector. Link pins 13 and 14 using vke contacts, such as a relay, to
enable the power supply using a remote controller. To permanently enable the power supply, fit the link provided
(Luxinar part number 0110172.00).

1 Pin13
DC enable return signal. Link to pin 14 to enable the power supply.
1 Pinl4

12vVDC @ 10mA supply. Link to pin 13 to enable the power supply.

Important!

Disconnecting the permanent or externallink will disable the power supply and turn
off the 50VDC output.

Table 37- Control connector

1 DC_OK Open-drain 5124V @50mA
2 Reserved y y

3 Reserved y y

4 WARN_Humidity Open-drain 5124V @50mA
5 Reserved y y

6 Reserved y y

7 Reserved y y

8 Reserved y y

9 FAULT_AC Open-drain 5124V @50mA
10 FAULT_DC Open-drain 5124V @ 50mA
11 FAULT_TEMP Open-drain 5124V @ 50mA
12 FAULT_FAN Open-drain 5124V @ 50mA
13 DCEnablel Volt-free contact Returnto pin 14
14 DCEnable2 Volt-free contact 12V@ 10mA
15 Signalground Ground y

Note: Open-drain status outputs require a pull-up resistor and a voltage source (5u24V)
connected to the monitored output. When the signal becomes active, the output is pulled to OV.

LED status indicators [3]

There are six status indicators to aid troubleshooting. Refer toage 98for details.
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Troubleshooting

In normal operation, status indicators display green. If faults are detected, at least one indicator will be off or displagramber
or red.

XIXTY

OACsu lyvoltageiswithin specifiedimits.
1 ACmainsvoltagestatus P ®
. AC supply fault.
O PSUWbutput isenabled.
2 50VDCenablestatus P
O PSWutput isdisabled.
© s0voutput oK.
3 50VDCoutput status P
O 50Voutput isdisabled.
4 Power supply temperaturstatus O Temperatureswithin specifiedimits.
. Overtemperaturefault on one or moresensors.
s SPt(;\tAL/;rsupplylnternalcoollngfan O Coolinganisrunningat normalspeed.
(O 50V output is disabled.
. Coolingfanis stoppedor runningslowly.
6@ Power supply humiditgtatus Q- 90%relative humidity.
O)KQO%reIative humidity.
@ ; 95%relativehumidity.

Note: LEDindicators may flash during power up or power down.
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SR 25i threephase DC power supply (018027-00)

General description

The SR25ithreeG6 ¢ + WWGYs DI W 2 GG ! WRt We WO O A Lodladidbwerrstpplt P8UJ qg¢ HG 3AW 9 Waq Y

Figure 77- SR 25i three-phase DC power supply

Specification

AWARNINGA

Heavy equipment y risk of severe lumbar injury

Theweight of the DC power supply exceedsthe single person lift limit of 18kg,as specified
in EN 610101:2010+A1:2019. Ensure a minimum of two people lift the power supply or
that suitable lifting equipment is employed.

Table 38- Dimensions, weight and cooling

Dimensiongmm)LxWxH 466x445x132.5 (3U ratieight)
Weight 24kg
Coolanttype Deionisedvaterwith anti-bacterialadditive
Coolantpipe 10mmOD
Coolant flowrate Referto page 18
Protectionclass IP51
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445.00

EC ln & 0 el |
132.50
Figure 78- Overall dimensions
Table 39- Electrical specifications

Input voltagerange 400VACt 10% (50/60Hz)three-phase @
Mainsinput fuse rating 20A
ACinrush current (max) 16A
Output voltage (DC) 50 +1V
Output current 150A
Powerfactor >0.90at full power
Powerconsumption (max.) 7.5kW at pulsed full power
Earthleakagecurrent <30mA

Important!

Anexternal disconnect device must be fitted at the time of installation, and must be
accessible without needing to use a tool. This must be suitably located and easily
reached and must be marked as the disconnecting device for the power supply.

Installation
Mechanical installation

Using suitable fasteners, mount the power supply within the OEM machine racking using the four mounting holes shown in the
following figure.

483.00
466.30
(=]
«Q
e [—
il T = 3
J 1 o
It U 5 @
HPO e
Figure 79- Fixing locations
2 No neutral connection is required. Connection to neutral will cause irreparable damage to the power supply.
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Mains AC power connections

Important!

Under certain conditions, it may be possible for high voltage and current cables to

emit noise energy levels that may interfere with control signal cables. To eliminatg

the possibility of interference,cables carryingcontrol signals should be routed
along a different path to power cables.

The power supply is provided with a mains supply cable. If this cable needs to be replaced with a longer cable, ensure the
replacement cable is of the correct rating for the power supply.

ADANGERA

Risk of electric shock or severe damage to the equipment

Ensurethat the equipment is disconnected from the mains supply before makingthis
connection.

Connect the three-phase cable to theL1, L2 and L3 terminals on the rear panel of the power supply.
SeeFigure 83 Connect the earth wire to the earth terminal.

T rxr

O

(@

Figure 80- Three-phase mains supply connection

Important!

Anearth connection is essential. Ensurethat the earth wire is connected before
connecting the mains supply.

ACAUTIONA

Risk of irreparable damage to the power supply

Do not connect the power supply to neutral.
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DC laser supply cables

DC power cables must be securely fitted to the connectors provided on the rear panel of the power supply and on the laser
system. SeeFigure 83.

Buffer capacitors must be fitted between the power supply and the laser in order to protect the power supply when using high
energy pulsing regimes. A 47000uF capacitor assembly (part number 00610-00) and 600mm cables are provided with the
power supply. Tighten the connection terminals on the capacitor assembly to 10Nm.

Important!

Ensurecorrect polarity when connecting the capacitors and avoid cross-threading
the terminals.

Output + (red) +50vVDC
Output T (blue) ovDC

DC power cables of the correct specification can be supplied by Luxinar.
Voltage sense connector
Voltage feedback must be provided between the buffer capacitor assembly and the power supply. Connect the provided voltage

sense cable (part number 0930115-0060) from the capacitor assembly to the voltage sense connector on the rear panel. See
Figure 83.

Important!
Respectthe polarity of the cable. Red+; black -.

/@
+(@®)

o H sgpc H |

\

Figure 81- Voltage sense connector
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Cooling system connections

The power supply requires a liquid cooling source. It is recommended that it is connected in series with the laser system king
circuit. The coolant connections are located on the rear of the power supply. Semge 36and the following figure.

@llllg 5\@9c

IN OUT(to laser)
Figure 82- Coolant connections

The coolant inlet and outlet connectors are labelled as shown in the following table.

Coolant IN
Coolant OUT

The power supply requires a user input to enable it. When powered up, it will automatically carry out diagnostic checks. ¢f n
faults are detected, then the DC power supply is ready for use. 50VDC will be present.

PP 5

Operation

€l NGt [Cf —
+@
o sgpc

Control connector (15-pin D-connector)
Umaxy SET(9-pin D-connector)
Voltage senseconnector

DC output connectors

Coolant connectors

Threephase mains supply connector

o OB~ W DN P

Figure 83- Rear panel connections
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Control connector (15 -pin D-connector) [1]

The DC enable circuit is present on this connector. Link pins 2 and 6 using véi¢e contacts, such as a relay, to enable
the power supply using a remote controller. To permanently enable the power supply, fit the link provided (Luxinar part
number 011-0172.00).

906-0236-00 Rev12

© 2026

T Pin2

Signal ground. Link to pin 6 to enable the power supply.

T Pin6

DC output enable. Link to pin 2 to enable the power supply.

Important!

off the 50VDC output.

Disconnecting the permanent or external link will disable the power supply and turn

Table 40- Control connector

1,5,9 12Vext Output 500mAmax. current
2,3,10,11 GNDext y y
4,12,15 Not used y y
6 DC output enable Input 5124V,50mA
7 (FLTFAULT Open-collector output FLT=low when:
w Temp>55°C
w DCvoltage>59V
8 (TW)TEMPW Open-collector output ~ TW=Iow when Temp
>50°C
13 DCcurrent Y 0...10mA =0...150A
14 Uok Open-collector output Uok =low

Note: Open-drain status outputs require a pull-up resistor and a voltage source (5u24V)
connected to the monitored output. When the signal becomes active, the output is pulled to OV.

Umaxy SET (9pin D-connector) [2]

This connector is reserved for Luxinar trained service personnel and must not be used.

Tel: +44 (0)1482 650088, Registered in England: 3477444
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Troubleshooting

The LED indicators on the front panel provide information about the power supply operating status.

READY Uok TEMPW.FAULT

Figure 84- LED indicators

READY

Thethree-phase mains supply is correctly connected.

Note: Thepower supply uses a soft-start circuit during power up and the FAULT indicator will turn on
momentarily during this time. This is normal.

If the mains supply is switchedon and off too often, the soft-start resistors heat up and the FAULT
indicator tuns on. If this happens, switch off the mains supply and wait for five minutes for the soft- start
resistors to cool down.

Uok

Oncethe PSUEnablesignalis applied, the DC output will turn on. Theoutput voltageis internally compared
to the set reference voltage. If this is correct, the Uok indicator will turn on.

Note: If the external voltageis not correct, the DC output is turned off and the FAULTindicator turns on.
Check the external wiring.

TEMPW

This indicator warns that the internal temperature is too high. Check that the coolant flow and temperature are correct.
The TEMPW signal is also available as a status signal on pin 8 of the auxiliary interface connector.

Important!

If no action is taken and the internal temperature continues to rise, the FAULT
indicator turns on and the DC output is turned off.

FAULT

This indicator turns on when corrective action is required. At the same time DC output is turned off. Switch off the
three-phase mains supply to reset the power supply.

If faults are detected, one or more status indicators will be off or displaying red/amber. Disconnect and reconnect the
mains supply to restart the power supply. For a status indicator explanation, refer to the following table.
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Powersupply ready
DC output enabled
Correct operation

) @ O O

Powersupply ready
DC output disabled

@

O

O

O
ceelecleee

O O O . Fault
Mains supply switched on and off
too often

. . O O Warning

Internal temperature >50°C

Fault
Internal temperature >55°C

Fault
Output voltage fault

@)

O

o

@
ceeleelee

System connections overview

Auxiliaryinterface
Voltage senseable
LaseiDCconnections
Buffer capacitoassembly
Coolantconnections

o g b~ W DN PP

Threephasemainssupplywithout neutral

Figure 85- System connection overview
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SR 25i threephase DC power supply (0180035-00)

General description

The SR 25i thregohase DC PSU is a frestanding/rack mountable AC to DC water cooled power supply. (PSU)

0
0
0
0
9 #
%
N '
®
Figure 86- SR 25i three-phase DC power supply
Specification
Table 41- Dimensions, weight and cooling
Dimensiongmm)LxWxH 512x149.2x88 (2U radieight)
Weight 7kg
Coolanttype Demineraliseddeionisedor distilledwater with
corrosion inhibitor and antbacterial additive
Coolantpipe 10mmOD
Coolant flowrate Min 5.51/m Referto page 18
Pressure Maximum 6bar
Protectionclass P21
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Figure 87- Overall dimensions
Table 42- Electrical specifications
Input voltagerange 380-480VAC(47/63Hz)three-phase ®)
Mainsinput fuse rating 16A
ACinrush current (max) 50A
Output voltage (DC) 50 +1V
Output current 150A
Powerfactor >0.90at full power
Powerconsumption (max.) 7.5kW at full power
Earthleakagecurrent <30mA

Important!

Anexternal disconnect device must be fitted at the time of installation, and must be
accessible without needing to use a tool. This must be suitably located and easily
reached and must be marked as the disconnecting device for the power supply.
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Installation
Mechanical installation

Using suitable fasteners, mount the power supply within the OEM machine racking using the six mounting holes shown in the
following figure.

Figure 88- Fixing locations

Mains AC power connections

Important!

Under certain conditions, it may be possible for high voltage and current cables to

emit noise energy levels that may interfere with control signal cables. To eliminate

the possibility of interference,cables carryingcontrol signals should be routed
along a different path to power cables.

3 No neutral connection is required. Connection to neutral will cause irreparable damage to the power supply.

The power supply is provided with a mains supply cable. If this cable needs to be replaced with a longer cable, ensure the
replacement cable is of the correct rating for the power supply.

ADANGER&

Risk of electric shock or severe damage to the equipment

Ensurethat the equipment is disconnected from the mains supply before making this
connection.
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